Tuesday 
March  31,  1981 


Part  II 

Office  of  the  Federal 
Register _ 


Approved  Incorporations  by  Reference  in 
Titles  17-27,  14,  46,  49. 

Title  14  Chapter  I— Federal  Aviation  Administration, 
Department  of  Transportation 

Title  18  Chapter  III— Delaware  River  Basin 
Commission 

Title  21  Chapter  I— Food  and  Drug  Administration, 
Department  of  Health  and  Human  Services 

Title  22  Chapter  II— Agency  for  International 

Development,  International  Development 
Cooperation  Agency 

Title  23  Chapter  I— Federal  Highway 
Administration,  Department  of 
Transportation 

Chapter  II— National  Highway  Traffic 
Safety  Administration  and  Federal  Highway 
Administration,  Department  of 
Transportation 

Title  24  Chapter  II— Office  of  Assistant  Secretary 
for  Housing— Federal  Housing 
Commissioner  (Federal  Housing 
Administration),  Department  of  Housing 
and  Urban  Development 
Chapter  XX— Office  of  Assistant  Secretary 
for  Neighborhoods,  Voluntary  Associations 
and  Consumer  Protection,  Department  of 
Housing  and  Urban  Development. 

Title  27  Chapter  I— Bureau  of  Alcohol,  Tobacco 

and  Firearms,  Department  of  the  Treasury. 

Title  46  Chapter  I— Coast  Guard,  Department  of 
Transportation 

Title  49  Chapter  I— Research  and  Special  Program 
Administration,  Department  of 
Transportation 
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OFFICE  OF  THE  FEDERAL  REGISTER 
1  CFR  Part  51 

Approval  of  Incorporations  by 
Reference 

agency:  Office  of  the  Federal  Register. 
action:  Approval  of  incorporations  by 
reference. 

summary:  The  Director  of  the  Federal 
Register  has  received  requests  from 
several  agencies  to  approve  materials 
for  incorporation  by  reference  into  Titles 
17  through  27  of  the  Code  of  Federal 
Regulations  (CFR).  This  document 
contains  a  table  of  items  that  have  been 
approved  by  the  Director  for  Titles  17 
through  27  as  well  as  some  approvals  for 
Titles  14,  46,  and  49  of  the  CFR. 
effective  date:  The  director  approves 
the  following  incorporations  by 
reference  for  one  year  effective  April  1, 
1981,  unless  otherwise  noted. 

FOR  FURTHER  INFORMATION  CONTACT: 
Rose  Anne  Lawson,  (202)  523-4534. 
SUPPLEMENTARY  INFORMATION: 

Authority 

Each  agency  that  wishes  material 
incorporated  by  reference  in  the  CFR  to 
remain  effective  must  submit,  annually, 
to  the  Director  a  list  of  the  material  and 
the  date  of  the  applicable  edition  (1  CFR 
51.13). 

The  materials  included  on  the  table 
below  are  incorporated  by  reference  in 
the  CFR  under  5  U.S.C.  552(a)  and  1  CFR 
Part  51.  These  procedures  provide  that 
material  approved  for  incorporation  by 


reference  by  the  Director  of  the  Federal 
Register  has  the  same  legal  status  as  if  it 
were  published  in  full  in  the  Federal 
Register. 

Availability 

Before  an  agency  may  incorporate  by 
reference  any  material  into  the  CFR,  it 
must  make  the  material  reasonably 
available  to  the  class  of  persons 
affected  by  it. 

Agencies  have  indicated  where  each 
item  included  in  the  table  may  be 
obtained.  The  materials  approved  for 
incorporation  by  reference  are  on  file  at 
the  Office  of  the  Federal  Register,  1100  L 
Street,  NW,  Washington,  DC. 

Amendments 

If  the  producer  of  materials  approved 
for  incorporation  by  reference  changes 
•  or  updates  the  material  and  the  agency 
wishes  to  enforce  the  changed  or 
updated  version,  the  agency  must 
publish  an  amendatory  document  in  the 
Federal  Register  indicating  that  the 
material  is  amended.  The  agency  is  also 
responsible  for  making  this  material 
reasonably  available  to  the  affected 
public,  and  must  indicate  where  the 
material  may  be  obtained.  Amendments 
are  not  properly  incorporated  until  the 
amendatory  document  is  published  in 
the  Federal  Register,  and  the  amended 
material  is  filed  at  the  Office  of  the 
Federal  Register  and  is  made  available 
to  the  public. 

Extensions 

The  Director  has  granted  extensions 
of  approval  with  respect  to  some 


materials.  These  extensions  are 
necessary  in  order  to  complete  the 
review  process  under  1  CFR  51.13. 
Materials  to  which  an  extension  applies 
are  marked  in  the  table. 

Other  CFR  Titles 

For  materials  approved  for 
incorporation  by  reference  in  Titles  28 
through  41  of  the  CFR,  see  documents 
published  on  June  30, 1980,  at  45  FR 
44090;  on  July  14, 1980,  at  45  FR  47111; 
and  on  September  9,  1980,  at  45  FR 
59297. 

For  materials  approved  for 
incorporation  by  reference  in  Titles  42 
through  50  of  the  CFR,  see  documents 
published  on  September  30, 1980,  at  45 
FR  64816;  on  October  31,  1980,  at  45  FR 
72464;  on  December  1, 1980,  at  45  FR 
79489,  on  December  10, 1980,  at  45  FR 
81484;  and  on  December  31, 1980,  at  45 
FR  86672. 

For  materials  approved  for 
incorporation  by  reference  in  Titles  1 
through  16  of  the  CFR,  see  documents 
published  on  December  31, 1980,  at  45 
FR  86672  and  January  30, 1981,  at  46  FR 
10110. 

Problems 

If  anyone  seeking  the  incorporated 
material  encounters  difficulties,  the 
agency  should  be  notified.  If  the 
material  is  not  available  at  all,  notify  the 
Director  of  the  Federal  Register  (NARS), 
Washington.  DC  20408,  or  call  (202)  523- 
4534. 

John  E.  Byrne, 

Director  of  the  Federal  Register. 
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14  CFR  (Parts  25,  29,  91,  121,  127,  135 — Federal  Aviation  Administration,  Department  of 

Transportation 

CFR  Citation 

The  following  documents  were  approved  for  incorporation  by  reference  into  14  CFR  Parts  25. 

29,  91, 121, 127,  and  135  on  March  2, 1981. 

Federal  Aviation  Administration-DOT 

800  Independence  Avenue,  S.W.,  Washington,  D.C.  20509 

CFR  Citation 

TSO-ClOb — Aircraft  Altimeter,  Pressure  Actuated,  Sensitive  Type  (9- 

91.36;  127.103 

1-59). 

TSO-C-74c — Airborne  ATC  Transponder  Equipment  (2-20-73) . 

91.24;  121.345; 

127.123;  135.143 

TSO-C-77 — Gas  Turbine  Auxiliary  Power  Units  (5-20-73) . 

25.1522;  29.1522 

TSO-C88 — Automatic  Pressure  Altitude  Digitizer  Equipment  (2-10-67) . 

91.36;  127.103 

TSO-C91 — Emergency  Locator  Transmitters  (10-21-71) . 

25.1415;  29.1415; 

91.52;  121.339; 

121.353;  135.167 

TSO-C92b — Ground  Proximity  Warning — Glide  Slope  Deviation  Alert- 

121.360 

ing  Equipment  (8-19-76). 

18  CFR  Chapter  III  (Parts  400-499) — DELAWARE  RIVER  BASIN  COMMISSION 

Delaware  River  Basin  Commission 

P.O.  Box  7360,  West  Trenton,  NJ  08628  • 

Basin  Regulations — Water  Quality,  as  amended  through  May  24, 1978... 

410.1 

21  CFR  Chapter  I  (Parts  0-1299) — Food  and  Drug  Administration 

Academic  Press,  Inc. 

Ill  Fifth  Ave.,  New  York,  N.Y.  10003 

Method  published  in  “Methods  in  Hormone  Research,"  New  York, 

556.540(b) 

Academic  Press,  Volume  II,  p.  286  (1962). 

Acoustical  Society  of  America 

355  E.  45th  St.,  New  York.  N.Y.  10017 

American  Standard  for  Specifications  of  Hearing  Aid  Characteristics, 

801.420(c)(4) 

ASA  STD  7-1976. 

‘  American  Association  of  Oil  Chemists 

36  East  Wacker  Drive,  Chicago,  IL  60601 

AOCS  Method  Trla-64T  “Titer  Test” . 

178.3780(b)(2) 

AOCS  Method  Tlla-64T  “Saponification  Value” . 

178.3780(b)(3) 

American  Pharmaceutical  Association 

2215  Constitution  Ave.,  NW.,  Washington,  DC  20037 

“Outline  of  Details  for  Official  Microbiological  Assays  of  Antibiotics," 

436.102(b) 

A.  Kirshbaum  and  B.  Arret,  “Journal  of  Pharmaceutical  Sciences,” 

■  Vol  56,  No.  4,  April  1967,  p.  512. 

American  Public  Health  Association 

1015  18th  St.  NW.,  Washington,  DC  20036. 

Standard  Methods  for  the  Examination  of  Water  and  Wastewater. 

630.74 

13th  Ed.,  1971. 

14th  Ed.,  1975 . 

103.35(b),  (c), 

(d)(1)(h),  and 

(e)(2) 

American  Society  for  Testing  and  Materials  (ASTM) 

1916  Race  Street,  Philadelphia,  PA  19103 

ASTM: 

D-412-68  Standard  Method  of  Tension  Testing  of  Vulcanized  Rubber 

801.410 

D-445-74  Test  for  Kinematic  Viscosity  of  Transparent  and  Opaque 

177.1430(a)(2); 

Liquids. 

177.1520(d)(5): 

178.3740(b) 

D-566-76  Standard  Method  for  Dropping  Point  of  Lubricating  Grease 

178.3690(b)(1); 

1788.3770  (a)(1). 

(b)(1) 

D-1386-78  Standard  Test  Method  for  Saponification  Number  (Em- 

178.3690(b)(2); 

pirical)  of  Synthetic  and  Natural  Waxes. 

178.3770(a)(2): 

178.3770  (b)(2) 

D-1387-78  Standard  Test  Method  for  Acid  Number  (Empirical)  of 

178.3690(b)(3); 

Synthetic  and  Natural  Waxes. 

178.3770(a)(3); 

.  ' 

178.3770(b)(3) 

D-1415-68  Test  for  International  Hardness  of  Vulcanized  Rubber . 

801.410 
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21  CFR  Chapter  I  (Parts  0-1299) — Food  and  Drug  Administration — Continued 

CFR  Citation 

D-l 962-07  Saponification  Value  of  Drying  Oils,  Fatty  Acids,  and  178.2010(b) 
Polymerized  Fatty  Acids. 

D-2133-60  Specifications  for  Acetal  Resin  Injection  Molding  and  177.2480(c)(4) 
Extrusion  Materials. 

D-2236-70  Standard  Method  of  Test  for  Dynamic  Mechanical  Prop-  177.1810(c)(l)(i) 
erties  of  Plastics  by  Means  of  a  Torsional  Pendulum. 

D-2857-70  Standard  Method  of  Test  for  Dilute  Solution  Viscosity  of  177.2440(a) 
Polymers.  < 

E-ll-70,  Table  1,  Annual  Book  of  ASTM  Standards,  Part  30  (1972) .  137.105(a) 

E-28-67  Standard  Test  Method  for  Softening  Point  by  Ring  and  Ball  178.3870(f)(5) 
Apparatus. 

F34-76  Standard  Test  Methods  for  Liquid  Extraction  of  Flexible  177.1330(e)(4) 
Barrier  Materials. 

American  Statistical  Association 
806  15th  St.  NW.,  Washington,  DC  20005 

Cornfield  and  Mantel's  Modification  of  Karber's  Method  published  in  450.240(b)(4)(ii) 
the  “Journal  of  the  American  Statistical  Association,”  Vol.  45,  pp. 

194-210  (1950). 

Association  of  Official  Analytical  Chemists 
P.O.  Box  540,  Benjamin  Franklin  Station,  Washington,  DC  20044 

Official  Methods  of  Analysis,  11th  Edition,  1970 . . .  105.65(c); 

131.110(d); 

131.115(d); 

131.135(d); 

131.145(d); 

131.150(c); 

131.155(c); 

131.157(c); 

131.160(c): 

131.162(c); 

131.180(c); 

131.185(c); 

131.187(c); 

139.117(a); 

145.3  (m),  (n); 
145.110(a); 
145.145(a); 
145.145(c); 

\  150.140(d); 

150.160(d); 

155.120(b); 

155.130(b); 

155.130(c); 

155.192(a); 

156.145(a); 

166.110(a); 

168.111(d); 

177.2450(b); 

135.130  (c),  (d); 

131.127(d); 

133.129(a); 

146.120(a); 

146.133(a); 

168.120(d); 

172.320(d); 

331.22. 

Official  Methods  of  Analysis,  12th  Edition,  1975 .  101.9(c); 

102.23(c); 

114.90(*)(c); 

131.120(c); 

131.122(c); 

131.123(d); 

131.125(c); 

131.127(d); 

131.130(d); 

131.132(d); 
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21  CFR  Chapter  I  (Parts  0-1299)— Food  and  Drug  Administration — Continued 

CFR  Citation 

Food  Chemical  Codex,  2nd  Ed.,  1972  — Continued  170.30(h); 

172.320(b); 

172.804(b); 

172.810; 

172.812(a); 

172.862(b); 

172.862(d); 

173.280(c); 

,  173.310(c); 

180.25(b); 

180.30(a); 

180.37(b); 

184.1007(b); 

184.1021(b); 

184.1025(b); 

184.1069(b); 

184.1091(b); 

184.1095(b); 

184.1115(b); 

184.1206(b); 

184.1257(b); 

184.1259(b); 

184.1271(b); 

184.1272(b); 

184.1293(b); 

184.1317(b); 

184.1330(b); 

184.1339(b); 

184.1343(b); 

184.1351(b); 

184.1490(b); 

184.1555(b); 

184.1634(b); 

184.1635(b); 

184.1660(b); 

184.1670(b); 

184.1699(b); 

184.1733(b); 

184.1835(b); 

184.1973(b); 

184.4560(b); 

186.1025(b); 

186.1330(b); 

186.1339(a); 

186.1343(a); 

720.4(d). 

Food  Chemical  Codex,  2nd  Ed.,  1972.  First  Supplement.  1974 .  184.1143(b); 

184.1230(b); 

184.1643(b); 

184.1807(b); 

186.1807(b); 

701.3(c). 

Food  Chemical  Codex,  2nd  Ed„  1972,  Second  Supplement,  1975 .  701.3(c)(2)(iv). 

Recommended  Dietary  Allowances,  NAS  publication  No.  1694,  7th  Ed.  172.320(c)(1). 
(1968). 

Specifications  and  Criteria  for  Biochemical  Compounds,  NAS/NRC  172.320(b)(2). 
Pub.  3rd  Ed.,  1972. 

National  Bureau  of  Standards,  U.S.  Department  of  Commerce 

Gaithersburg,  MD  20760 
NBS  Circular  484,  US  Dept,  of  Commerce,  1949. 


172.250(b)(3);  172.886 
(b).  (c)(3); 
178.3770(a)(4); 
178.391 0(a)(4)(iii); 


<3. 
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21  CFR  Chapter  I  (Parts  0-1299) — Food  and  Drug  Administration — Continued 

CFR  Citation 

Standard  Specifications  for  Sieve,  Pub.  March  1,  1940  in  LC  584,  US  137.105(c)(4); 

Dept,  of  Commerce,  NBS.  137.200(c)(2); 

137.211(b)(2); 

137.230(b)(2); 

137.250(b)(2); 

137.300(b)(2); 

145.125(b)(2)(ii); 

145.135(b)(l)(i), 

(c)(1); 

145.180(b)(2)(i); 

155.170(b)(2)(i); 

155.201(a)(4); 

161.145(c)(3); 

161.175(g)(1); 

161.190(a)(7), 

(c)(3)(iv) 

Office  of  Technology  Transfer,  Environmental  Protection  Agency 
Washington,  DC  20460 

Methods  for  Chemical  Analysis  of  Water  and  Water  Wastes,  1974 .  103.35(d)(l)(ii) 

Material  Available  through  the  Food  and  Drug  Administration  and  others  other  than  the 
publishers. 

Bureau  of  Drugs  (HFD-430),  Food  and  Drug  Administration 
200  C  St.  SW.,  Washington,  DC  20204 

"Procedures  for  Detecting  and  Measuring  Penicillin  Contamination  in  211.176 
Drugs”. 

Bureau  of  Foods,  Food  and  Drug  Administration 
200  C  St.  SW.,  Washington,  DC  20204 
Journal  of  the  Association  of  Official  Analytical  Chemists  (J.  AOAC). 

"Consistency  Measurement  of  Fruit  Nectars  and  Fruit  Juice  Prod-  146.113(a);  146.133(a) 
ucts”  Vol.  42:411-416  (1959). 

"Spectrophotoraetric  Measurements  under  Specification”  Vol.  45,  p.  172.878(a)(3); 


66  (1962).  178.3530(a); 

172.882(a); 

178.3620(b)(l)(i) 

"Baking  Powders,  Baking  Chemicals,  and  Food  Additives”  Vol.  177.1330(c)(3) 
47(1)177-179  (1964). 

"Oils,  Fats,  and  Waxes”  Vol.  50(1)216-218  (1967) .  172.860(c)(3) 

“Oils,  Fats,  and  Waxes"  Vol.  51(2)489-490  (1968) . . .  172.860(c)(3) 

"Processed  Vegetable  Products"  Vol.  52(5)1050-54  (1969)  . . ...  155.191(a);  155.192(a); 

172.878(a)(3); 

189.110(c) 

“Gas  Chromatographic  Determination  of  Safrole  and  Related  Com-  189.180(c) 


pounds  in  Nonalcoholic  Beverages:  Collaborative"  Vol.  54(4)900-902 
(1971). 

“Flavors  and  Nonalcoholic  Beverages”  Vol.  56(5)1281-1283  (1973) ......  189.110(c) 

“Correction  of  Refractometer  Sucrose  Readings  for  Citric  Acid  Con-  146.120(a) 
tent  in  Frozen  Concentrate  for  Lemonade"  Vol.  59,  p.  368  (1976). 

Official  Methods  of  Analysis  of  the  Association  of  Official  Analytical 
Chemists  (OMAOAC),  5th  Edition,  1940. 


Secs.  112, 113,  and  119  under  “XXII.  Dairy  Products" .  133.133(a);  133.162(a) 

Sec.  5  under  “XX.  Cereal  Foods" .  137.105(c)(1) 

Secs.  21  and  23  under  “II.  Fertilizers" .  137.105(c)(2) 

Secs.  2  and  3  under  “XX.  Cereal  Foods" . .  137.105(c)(3); 

’  137.200(c)(1) 

Secs.  4-6  under  “XVII.  Baking  Powders  and  Baking  Chemicals” ..........  137.180(c) 

Table  24,  pp.  721-725  of  “XLIII.  Reference  Tables” .  137.180(c)(1) 

Secs.  1-2  under  "XXVII.  Grain  and  Stock  Feeds" .  137.190;  137.195 

Secs.  3,  87-88  under  “XX.  Cereal  Foods" .  139.110(a)(5); 

139.150(a)(4) 

Secs.  32-36  under  “XIX.  Cacao  Bean  and  its  Products” .  163.110(a) 

Sec.  12  under  “XIX.  Cacao  Bean  and  its  Products" .  163.111(a);  163.112(a) 

Official  Methods  of  Analysis  of  the  Association  of  Official  Analytical 
Chemists  (OMAOAC),  6th  Edition,  1945. 

Secs.  20.2,  20.25,  20.70-20.71,  20.73-20.74  under  "20.  Cereal  Foods" .  137.250(b)(1) 

Secs.  17.4-17.6  under  “17.  Baking  Powders  and  Baking  Chemicals" .....  137.270(b) 

Table  44.30,  pp.  888-892,  “44.  Reference  Tables” .  137.270(b)(1) 


Official  Methods  of  Analysis  of  the  Association  of  Official  Analytical 
Chemists  (OMAOAC),  7th  Edition,  1950. 
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21  CFR  Chapter  I  (Parts  0-1299) — Food  and  Drug  Administration— Continued 

CFR  Citation 

Secs.  15.123-15.124  under  “Dairy  Products" .  133.113(c); 

133.123(a)(5) 

Official  Methods  of  Analysis  of  the  Association  of  Official  Analytical 
Chemists  (OMAOAC).  8th  Edition,  1955. 

Secs.  38.32,  38.35(a),  38.47  under  “38.  Nutritional  Adjuncts"  Secs.  137.350(e) 

13.6, 13.11, 13.14, 13.22  under  “13.  Cereal  Foods". 

Official  Methods  of  Analysis  of  the  Association  of  Official  Analytical 
Chemists  (OMAOAC),  9th  Edition.  1960. 

Secs.  22.004-22.005  under  “22.  Grain  and  Stock  Feeds .  169.3(b) 

Official  Methods  of  Analysis  of  the  Association  of  Official  Analytical 
Chemists  (OMAOAC),  10th  Edition,  1965. 

Secs.  18.009-18.0110  “Salt  (Chlorine  as  Sodium  Chloride)  (8) — Offi-  122.3(d) 
cial,  Final  Action". 

Secs.  15.156-15.157  under  “Cheese"  and  Secs.  15.0294-15.164  under  133.113(c); 


“Dairy  Products".  133.123(a)(5); 

133.133(a); 

133.162(a) 

Sec.  29.011  “By  Means  of  Refractometer  (4) — Official  Final  Action”  146.113(b)(3); 
under  “Ash”.  146.133(b)(2) 

Sec.  29.009  under"Sugars  and  Sugar  Products” .  146.185(b)(2)(i) 

Secs.  43.008-43.009  under  “43.  Reference  Tables" .  155.191(a)(7) 

Sec.  2.044  “Improved  Kjeldahl  Methods  for  Nitrate-Free  Samples  172.385(c)(1); 

(14) — Official  Final  Action".  137.105(c)(2) 

Sec.  23.003  Airdrying  (1) — Official  First  Action .  172.385(c)(2) 

Sec.  23.005  “Crude  Fat  or  Ether  Extract — Official  Final  Action” .  172.385(c)(3) 

Sec.  9.091  “Thujone  (16)  Official  First  Action" .  172.510(b) 

Secs.  26.087-26.091  "Chick  Edema  Factor” . . .  172.860(c)(2) 

Secs.  7.034-7.039  Exposing  Flexible  Barrier  Materials  for  Extraction...  176.170(d)(3) 

Secs.  13.002-13.003  under  “13.  Cereal  Flour" .  137.105(c)(3) 

Sec.  13.006  “Director  Method — Official  Final  Action”  under  “13.  137.105(c)(1) 

Cereal  Foods". 

Secs.  7.002-7.003  under  “7.  Baking  Powders,  Baking  Chemicals,  and  137.180(c);  137.270(b) 
Food  Additives”. 

Secs.  22.002-22.003  Under  "22.  Grain  and  Stock  Feeds" .  137.190;  137.195 

Secs.  13.002-13.005  under  “13.  Cereal  Foods" .  137.200(c)(1) 

Secs.  13.003, 13.05&-13.059, 13.061-13.063  under  "13.  Cereal  Foods” .  137.250(b)(1) 

Sec.  43.028,  pp.  887-891  “43.  Reference  Tables” .  137.180(c)(1); 

137.270(b)(1) 

Secs.  13.003, 13.114-13.115  under  “13.  Cereal  Foods” .  139.110(a)(5); 

139.150(a)(4) 

Secs.  16.002-16.003  under  “16.  Eggs  and  Egg  Products” .  161.180 

Secs.  12.009-12.013  under  “12.  Cacao  Bean  and  its  Products .  163.110(a) 

Sec.  12.022  under  “12.  Cacao  Bean  and  its  Products” .  163.111(a);  163.112(a) 

Sec.  25.004  under  “25.  Nuts  and  Nut  products  (1)” .  164.150(a) 

Secs.  22.004-22.005  under  “22.  Grain  and  Stock  Feeds” .  169.3(b)  , 

Secs.  39.022-39.028,  39.035,  39.037-39.039  under  "Vitamins  and  other  137.350(e) 

Nutrients.”  Secs.  13.006, 13.011-13.014  under  "13.  Cereal  Flour”. 

Weight  Method  of  E.  J.  Emberg,  G.  H.  Gass  and  J.  M.  Curtis,  556.240(b);  556.250(b) 
published  in  “Endocrinology”,  Vol.  63,  p.  806  (1958). 


Bureau  of  Foods  (HFF-210),  Food  and  Drug  Administration 

200  C  St.  SW.,  Washington,  DC  20204 

A  Comparison  of  the  Bluefin  tuna,  Gennus  Thunnus — Bureau  of  161.190(a)(2) 
Marine  Fisheries,  Fish  Bulletin  No.  77, 1950. 

Comparative  Anatomy  and  Systematics  of  the  Tunas,  “Gennus  Thun-  161.190(a)(2) 
nus"  Fishery  Bulletin  Vol.  66,  No.  1,  (1967)  pp.  65-130. 

A  Systematic  Study  of  the  Pacific  Tunas,  Fish  Bulletin  No.  60,  (1944) .  161.190(a)(2) 

Bureau  of  Foods  (HFF-260),  Food  and  Drug  Administration 

200  C.  St.  SW.,  Washington,  DC  20204 

Canadian  Food  and  Drug  Directorate  Method  FA-59  for  cis,  cis,-  101.25(e)(3) 
methylene  interrupted  fatty  acid. 

Bureau  of  Foods  (HFF-330),  Food  and  Drug  Administration 
200  C  St.  SW.,  Washington  DC  20204 

Absorptivity  Methods  “Determination  of  Softening  Point  (Drop  178.3610(a) 
Method)"  Appendix  A-2  "Determination  of  Unsaturation  of  Resin 
1977"  Appendix  A-3. 
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Analytical  Chemistry,  Vol.  49  P.  1090  (1977)  “Atomic  Absorption  Spec- 
trometric  Determination  of  Sub-Part-Per-Million  Quantities  of  Tin  in 
Extracts  and  Biological  Materials  with  a  Graphite  Furnace”. 

Analytical  Methods  “Determination  of  Abietic  Acid  and  Dehydroabie- 
tic  Acid,  in  Rosins,”  “Determination  of  Softening  Point  of  Solid 
Resins,"  "Determination  of  Saponification  Number  of  Rosin  Esters,” 
and  “Determination  of  Phenolic  Modification  of  Rosin  Derivatives”. 

“Analysis  for  Dicholorbenzene  in  Ryton  Polyphenylene  Sulfide” — 
Method  Available  from  FDA. 

Analytical  method  for  determining  limitations  for  acrylonitrile  mon¬ 
omer  extracts — Method  E-16  “Determination  of  B- 
Dodecylmercaptopropionitrile  in  NR-10  R  Aqueous  Extracts”. 

Fishers  Johns  Method  #18  in  “Semimiero  Qualitative  Organic  Analy¬ 
sis"  Second  Edition. 

"Gas-Solid  Chromatographic  Procedures  for  Determining  Acrylonitrile 
Monomer  in  Acrylonitrile-Containing  Polymers  and  Food  Simulating 
Solvents”  Journal  of  the  Association  of  Official  Analytical  Chemis¬ 
try  (Vol.  61,  No.  6.  pp.  1383-1388). 

“Infrared  Spectrophotometric  Determination  of  Polymers  Extracted 
from  Borex®  210  Resin  Pellets”. 

Intrinoic  Viscosity  Method  “Molecular  Weight  of  Matrix  Copolymer  by 
Solution  Viscosity”. 

Nonviolative  Extractives  Method  "Determination  of  Non-Volative 
Chloroform  Soluble  Residues  in  Retort  Pouch  Water  Extractives". 

Number  Average  Molecular  Weight  2.4  “Osmometry”  Method  Availa¬ 
ble  from  FDA. 

"Determination  of  B-Dodecylmercaplopropionitrile  in  NR-16  Polymer" . 

Phillips  Petroleum  Company  Method  VO-65R  “Oxygen  Flask  Combus- 
tion-Gravemetric  Method  For  Determination  of  Sulfur  in  Organic 
Compounds”  (1965). 

Phillips  Petroleum  Company  Method  6936-BH  “Determination  of  the 
Inherent  Viscosity  of  Polyphenylene  Sulfide  (1969). 

Residual  Acrylonitrile  Monomer  Method  “Extracted  Acrylonitrile 
Monomer  by  Differential  Pulse  Polarography"  "Procedure”  for  the 
Determination  of  Molecular  Weight  of  Acrylonitrile/Styrene  Copo¬ 
lymers. 

Synthetic  Fatty  Alcohols  Method  "Diols  in  Monohydroxy  Alcohol  by 
Miniature  Thin  Layer  Chromatography  (MTLC)”. 

Viscoelestometric  method  "Direct  Reading  Viscoelastometric  Method 
for  Determining  Class  Transition  Points  of  Styrene  Block  Polymers". 

Bureau  of  Foods  (HFF-334),  Food  and  Dmg  Administration 
200  C  St.  SW..  Washington,  DC  20204 

"Energy  value  of  Foods — Basis  and  Derivation”  USDA  Handbook  No. 
74, 1955. 

Exhibit  33B  of  the  report  of  the  NAS/NRC  A  Comprehensive  Survey  of 
Industry  on  the  use  of  Food  Chemicals — GRAS,  Sept.  1972. 

"The  Folic  Acid  Activity  of  Some  Milk  Foods  for  Babies,”  Journal  of 
Dairy  Research  35:85-90  (1968). 

Measure  Container  Code  of  the  National  Bureau  of  Standards  Hand¬ 
book  44  “Sec.  4.45  Measure-Containers". 

“Protein,"  NAS  in  RDA's,  NAS  Pub.  No.  1694,  7th  Ed.,  1968 . 

"The  Yeasts — A  Toxonomic  Study,"  2nd  Ed.,  1970  by  Jacomina  Lodder. 

National  Technical  Information  Service 
5285  Port  Royal  Rd..  Springfield,  VA  22151 

Interim  Radiochemical  Methodology  for  Drinking  Water  Environmen¬ 
tal  Monitoring  and  Support  Laboratory  EPA  600-4-75-008  (Revised) 
March  1976,  EPA. 


CFR  Citation 
178.2650(b)(1)(H) 


178.3870(f)(6) 


177.2490(a)(3) 
180.22(a);  180.32(b) 


178.3780(b)(1) 

177.1020(c)(2); 

177.1030(c)(2); 

177.1050(c)(3); 

177.1820(c)(3) 

177.1050(d); 

177.1480(b)(2) 

177.1050(c)(2) 

177.1390(c)(3)(i) 

177.2470(c)(2) 

177.1050(b) 

177.2490(a)(1) 


177.2490(a)(2) 

177.1040(c) 


178.3480(c) 

177.1810(c)(1)(H) 


101.9(c)(3) 

170.3  (n),  (o) 

102.23(c)(5) 

1.24(a)(6)  (i).  (ii), 
and  (iii) 
172.320(c)(1) 
173.165(b)(2) 


103.35(e)(2) 


University  Microfilm 
300  N.  Zeeh  Rd.,  Ann  Arbor,  Ml  48106 
ASTM — 

D-88-56  Standard  Method  of  Test  for  Saybolt  Viscosity . 

D-127-60  Standard  Method  of  Test  for  Melting  Point  of  Petrolatum 
and  Microcrystalline  Wax. 

D-388-38  Standard  Specifications  for  Classification  of  Coals  by 
Rank. 

D-465-59  Standard  Test  Methods  of  Test  for  Acid  Number  of  Rosin... 
D-509-55  Standard  Methods  of  Sampling  and  Grading  Rosin . . . 


178.3870(f)(4) 

176.180(b)(2); 

177.1200(c) 

173.25(a)(2) 

178.3870(f)(3) 

178.3870(f)(1) 


Federal  Register  /  Vol.  46,  No.  61  /  Tuesday,  March  31,  1981  /  Rules  and  Regulations 


21  CFR  Chapter  I  (Parts  0-1299) — Food  and  Drug  Administration — Continued 

CFR  Citation 


D-721-5GT  Tentative  Method  of  Test  for  Oil  Content  of  Petroleum 
Waxes. 

D-1218-61  Standard  Method  for  Measurement  of  Refractive  Index 
and  Refractive  Dispersion  of  Hydrocarbon  Liquids. 

D-1238-57T  Standard  Method  of  Test  for  Melt  Viscosity  in  Perfluor- 
ocarbon. 

D-1240-54  Standard  Method  of  Test  for  Rosin  Acids  in  Fatty  Acids ... 
D-1243-60  Standard  Methods  of  Test  for  Dilute  Solution  Viscosity  of 
Vinyl  Chloride  Polymers. 


D-l 243-66  Standard  Method  of  Test  for  Dilute  Solution  Viscosity  of 
Vinyl  Chloride  Polymers. 


D-l 303-55  Standard  Method  of  Test  for  Total  Chlorine  in  Vinyl 
Chloride  Polymers  and  Copolymers. 

D-1418-61T  Tentative  Recommended  Practice  for  Nomenclature  for 
Synthetic  Elastomers  and  Latices. 

D-1457-56T  Test  for  Thermal  Instability  Index  of  Tetrafluoroethy- 
lene  Homopolymer. 

D-l 505-68  Test  for  Density  of  Plastics  Gradient  Technique . 

D-1747-62  Standard  Test  Method  for  Refractive  Index  of  Viscous 
Materials  and  Organosols  at  Low  Shear  Rates  by  Brookfield  Vis¬ 
cometer. 

D-1824-66  Standard  Test  Method  for  Apparent  Viscosity  of  Plasti- 
sols. 

E-28-58T  Tentative  Method  of  Test  for  Softening  Point  by  Ring  and 
Ball  Apparatus. 

E-324-69  Relative  Initials  and  Final  Melting  Points  and  the  Melting 
Range  of  Organic  Chemicals. 


175.250(b)(2); 

17Z^15(a) 

178.2010(b) 

177.1550(d)(2) 

172.862(b)(2) 
175.300(bH3)(xxix); 
177.1480{b)(l)(ii); 
177.1950(c)(l)(ii); 
177.1970(c)(lMii): 
177.1980(c)(l)(ii); 
179.45(c)(2)(iv) 
177.1960(b)(lHii); 
177.2460(c)(1); 
(c)(l)(iv); 
176.170(a)(5); 
175.270(b).  (b)(5) 
177.1610(a) 

177.2600(c)(4)(i) 

177.1550(d)(3); 

177.2480(c)(3) 

177.1320(c)(l)(iu); 

177.1520(d)(1) 

178.3870(f)(2) 


178.3870(f)(4) 

176.170(b)(2): 

177.1520(d)(2).  (ii) 
178.2010(b) 


Yale  University 

Department  of  Anatomy,  New  Haven,  CT  06520 

Method  of  Hooker  and  Forbes  published  in  "Endocrinology’’  vol.  41.  p.  556.540(b) 

158  (1947).  f 

22  CFR  Chapter  II  (Parts  200-299)  Agency  for  International  Development 

CFR  Citation 

American  National  Standards  Institute 
1430  Broadway.  New  York,  New  York  10018 

ANSI  A117.1-1961,  R1971  Specifications  for  Making  Buildings  and  2fr.23(e) 

Facilities  Accessible  to,  and  Usable  by.  the  Physically  Handicapped. 

23  CFR  Chapter  I  (Parts  625  and  633) — Federal  Highway  Administration,  Department  of 

Transportation 

CFR  Citation 

American  Association  of  State  Highway  and  Transportation  Officials  (AASHTO) 

444  N.  Capitol  St.,  N.W..  Suite  225.  Washington,  D.C.  20001 

The  following  materials  are  incorporated  by  reference  in  23  CFR  625.3(a). 

A  Policy  on  Geometric  Design  of  Rural  Highways,  AASHO  1965. 

A  Policy  on  Design  of  Urban  Highways  and  Arterial  Streets,  AASHO 
1973. 

Geometric  Design  Standards  for  the  National  System  of  Interstate  and 
Defense  Highways,  AASHO  1967 

Geometric  Design  Standards  for  Highways  Other  Than  Freeways, 

AASHO  1969. 

Geometric  Design  Guide  for  Local  Roads  and  Streets,  AASHO  1970. 

A  Policy  on  the  Accommodation  of  Utilities  on  Freeway  Rights-of- 
Way.  AASHO  1969. 

A  Policy  on  U-Turn  Median  Openings  on  Freeways,  AASHO  1960. 

A  Policy  on  Access  Between  Adjacent  Railroads  and  Interstate  High¬ 
ways.  AASHO  1960. 

A  Policy  on  Design  Standards  for  Stopping  Sight  Distance,  AASHO 
1971. 
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CFR  Citation 

An  Informational  Guide  for  Roadway  Lighting,  AASHTO  1976. 

AASHTO  Interim  Guide  for  Design  of  Pavement  Structures,  AASHTO 
1972. 

Guidelines  for  Skid  Resistant  Pavement  Design,  AASHTO  1976. 

Highway  Design  and  Operational  Practices  Related  to  Highway 
Safety,  Report  on  the  Special  AASHTO  Traffic  Safety  Committee, 

AASHTO  1974. 

Guide  for  Selecting,  Locating,  and  Designing  Traffic  Barriers,  AASHTO 
1977. 


Standard  Specifications  for  Transportation  Materials  and  Methods  of  625.3(d) 
Sampling  and  Testing,  AASHTO  1978,  Part  I  and  Part  II. 

AASHO  Highway  Definitions,  AASHO  1968 .  625.3(e) 

A  Guide  on  Safety  Rest  Areas  for  the  National  System  of  Interstate  625.3(e) 
and  Defense  Highways,  AASHO  1968. 

A  Guide  for  Bicycle  Routes,  AASHTO  1974 .  663.7(b) 


The  following  materials  are  incorporated  by  reference  in  23  CFR  625.3(b): 
Standard  Specifications  for  Highway  Bridges,  Twelfth  Edition, 
AASHTO  1977,  and  Interim  Specifications,  Bridges,  AASHTO  1978. 
Standard  Specifications  for  Movable  Highway  Bridges,  AASHO  1970. 
Standard  Specifications  for  Welding  of  Structural  Steel  Highway 
Bridges,  Second  Edition,  AASHTO  1977. 

Standard  Specifications  for  Structural  Supports  for  Highway  Signs, 
Luminaires,  and  Traffic  Signals,  AASHTO  1975. 

A  Guide  for  Protective  Screening  of  Overpass  Structures,  AASHO 


1969. 

American  Welding  Society 
2801  Northwest  7th  Street,  Miami,  Florida  33125 

AWS  D  12.1-75  Reinforcing  Steel  Welding .  625.3(b) 

Federal  Highway  Administration 
Washington,  D.C.  20590 

Policy  on  Interstate  System  Projects,  FHWA,  FHPM  6-3-2-4, 1967 .  625.3(a) 

Skid  Accident  Reduction  Program,  FHWA,  FHPM  6-2-4-3, 1973 .  625.3(a) 


Manual  on  Uniform  Traffic  Control  Devices  for  Streets  and  Highways  625.3(c) 

FHWA,  1978. 

Standard  Alphabets  for  Highway  Signs,  FHWA,  1966,  Reprinted  May  625.3(c) 

1972. 

23  CFR  Chapter  II— NATIONAL  HIGHWAY  TRAFFIC  SAFETY  ADMINISTRATION, 


DEPARTMENT  OF  TRANSPORTATION 

CFR  Citation 

Federal  Highway  Administration  (FHWA) 

400  Seventh  Street,  S.W.,  Washington,  D.C.  20590 

Standard  Alphabets,  1966 .  1204.4 

General  Services  Administration  (GSA) 

18th  and  F  Streets,  N.W.,  Washington,  D.C.  20405 

Federal  Standard  No.  595a,  Color  13432 .  1204.4 

Federal  Standard  No.  595a,  Color  37038 . . .  1204.4 


24  CFR  Subtitle  B,  Chapter  II  (Parts  200-299) — Department  of  Housing  and  Urban 
Development,  Office  of  Assistant  Secretary  for  Housing — Federal  Housing  Commissioner 

CFR  Citation 

(The  following  publications  are  incorporated  by  reference  in  the  HUD  Minimum  Property 
Standards  (MPS).  The  MPS  are  in  turn  incorporated  by  reference  in  24  CFR  Part  200,  Subpart 
S.  The  MPS  may  be  purchased  from  the  U.S.  Government  Printing  Office,  Washington,  DC 
20402.  It  is  available  for  public  inspection  at  the  HUD  Information  Center,  Room  1202,  451 
Seventh  St„  SW,  Washington,  DC,  at  each  HUD  Regional,  Area,  and  Insuring  Office,  and  at 
the  Office  of  the  Federal  Register,  1100  L  St.,  NW,  Washington,  DC.  The  individual  standards 
referenced  in  the  MPS  are  available  at  the  addresses  contained  in  the  following  table.  They 
are  available  for  public  inspection  at  the  HUD  Office  of  Technical  and  Credit  Standards, 
Room  6156,  451  Seventh  St.,  SW,  Washington,  DC,  each  Regional  and  Area  Office,  and  the 
Office  of  the  Federal  Register.) 

An  extension  to  June  1,  1981  has  been  granted  for  the  Minimum  Property  Standards  and  all 
standards  contained  therein  to  complete  the  review  process  under  1  CFR  51.13. 
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Development.  Office  of  Assistant  Secretary  for  Housing — Federal  Housing  Commissioner — 
Continued 

CFR  Citation 

Air  Conditioning  and  Refrigeration  Institute  (ARI) — 

1815  North  Fort  Myer  Drive,  Arlington.  Virginia  22209 
ARI  210-66  Unitary  Air  Conditioning  Equipment 
ARI  240-77  Unitary  Heat  Pump  Equipment 
ARI  270-67  Sound  Rating  of  Outdoor  Unitary  Equipment 
ARI  320-76  Water  Source  Heat  Pumps 

ANS1/AR1 1010-78  Drinking  Water  Coolers  (ANSI  A112.il. 1) 

Air  Conditioning  Contractors  of  America  (ACCA) — 

1228  17  St..  N.W.,  Washington.  DC  20036 
Manual  J — Load  Calculation  for  Residential  Winter  and  Summer  Air 
Conditioning — 1981 

Air  Movement  and  Control  Association,  Inc.  (AMCA) — 

30  West  University  Drive,  Arlington  Heights,  Illinois  60004 
Standard  210-74  Laboratory  Methods  of  Testing  Fans  for  Rating  Pur¬ 
poses 

Publication  261-80  Directory  of  Products  Licensed  to  Bear  the  AMCA 
Certified  Ratings  Seal 

Standard  300-67  Test  Code  for  Sound  Rating  Air  Moving  Devices 
Aluminum  Association  (AA) — 

818  Connecticut  Ave.,  N.W.,  Washington,  DC  20006 
Aluminum  Formed  Sheet  Building  Sheathing  Design  Guide — 1969 
Specifications  for  Aluminum  Structures — 1976 
Aluminum  Standards  and  Data — 1979 
Welding  Aluminum — 1972 

Aluminum  Sheet  Metal  Work  In  Building  Construction — 1980 
Aluminum  Construction  Manual — 1971 
American  Concrete  Institute  (ACI) — 

P.O.  Box  19150,  Redford  Station,  Detroit,  Michigan  48219 
ACI  211.1-77  Recommended  Practice  for  Selecting  Proportions  for 
Concrete 

ACI  211.2-77  Recommended  Practice  for  Selecting  Proportions  for 
Structural  Lightweight  Concrete 
ACI  213-79  Guide  for  Structural  Lightweight  Concrete 
ACI  214-77  Recommended  Practice  for  Evaluation  of  Compression 
Test  Results  of  Field  Concrete 

ACI  301-79  Specifications  for  Structural  Concrete  for  Buildings 

ACI  302-1R-80  Guide  for  Concrete  Floor  and  Slab  Construction 

ACI  305R-77  Hot  Weather  Concreting 

ACI  306R-78  Cold  W'eather  Concreting 

ACI  311-4R-80  Guide  for  Concrete  Inspection 

ACI  315-80  Manual  of  Standard  Practice  for  Detailing  Reinforced 
Concrete  Structures 

ACI  318-77  Building  Code  Requirements  for  Reinforced  Concrete 
ACI  322-72  Building  Code  Requirements  for  Structural  Plain  Concrete 
ACI  347-78  Recommended  Practice  for  Concrete  Formwork 
ACI  504R-77  Guide  to  Joint  Sealants  for  Concrete  Structures 
ACI  506-78  Recommended  Practice  for  Shotcreting 
ACI  515-66  Recommended  Practice  for  the  Application  of  Paint  to 
Concrete  Surfaces 

ACI  531-79  Building  Code  Requirements  for  Concrete  Masonry  Struc¬ 
tures  and  Commentary — ACI  531R 

ACI  533-1R-69  Quality  Standards  and  Tests  for  Precast  Concrete  Wall 
Panels 

ACI  533-2R-69  Selection  and  Use  of  Materials  for  Precast  Concrete 
Wall  Panels 

ACI  533-3R-70  Fabrication,  Handling  and  Erection  of  Precast  Concrete 
Wall  Panels 

ACI  304-78  Recommended  Practice  for  Measuring,  Mixing  and  Placing 
Concrete 

American  Gas  Association  (AGA) 

1515  Wilson  Boulevard.  Arlington,  Virginia  22209 
Directory  of  Certified  Appliances  and  Accessories.  January  1,  1981 
American  Institute  of  Steel  Construction  (AISC) 

400  N.  Michigan  Avenue,  Chicago.  Illinois  60611 
Specification  for  the  Design.  Fabrication  and  Election  of  Structural 
Steel  for  Buildings — 1978 
Steel  Construction  Manual — 1974 
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CFR  Citation 

American  Institute  of  Timber  Construction  (AITC) 

333  W.  Hampden  Avenue,  F.nglewood,  Colorado  80110 
Timber  Construction  Manual — 1974 

American  Iron  and  Steel  Institute  (AISI) 

1000  16th  St..  NW.,  Washington.  DC  20036 
Specification  for  the  Design  of  Cold-Formed  Steel  Structural  Mem¬ 
bers — 1980 

Specification  for  the  Design  of  Cold-Formed  Stainless  Steel  Structural 
Members — 1974 

Design  Manual  for  Structural  Steel  Tubing — 1976 

American  National  Standards  Institute  (ANSI) 

1430  Broadway,  New  York,  New  York  10018 
A  17.1-78  Elevators,  Dumbwaiters,  Escalators  and  Moving  Walks 
A  42.3-71  Lathing  and  Furring  for  Portland  Cement-Lime  Plastering, 

Exterior  (Stucco)  and  Interior 

A  58.1-72  Minimum  Design  Loads  in  Buildings  and  Other  Structures 
A  108.1-76  Installation  of  Glazed  Wall  Tile,  Ceramic  Mosaic  Tile. 

Quarry  Tile  and  Paver  Tile  with  Portland  Cement  Mortar 
A  108.4-76  Installation  of  Ceramic  Tile  with  Water-Resistant  Organic 
Adhesives 

A  108.5-76  Installation  of  Ceramic  Tile  with  Dry-Set  Portland  Cement 
Mortar  or  Latex-Portland  Cement  Mortar 
A  108.6-76  Installation  of  Ceramic  Tile  with  Chemical  Resistant. 

Water  Cleanable  Tile-Setting  and  Grouting  Epoxy 
A  112.1.2-79  Air  Gaps  in  Plumbing  Systems 
A  112.19.5-79  Trim  for  Water  Closet  Bowls.  Tanks  and  Urinals 
A  112.19.1M-79  Enameled  Cast  Iron  Plumbing  Fixtures 
A  112.18.1M-79  Finished  and  Rough  Brass  Plumbing  Fixture  Fittings 
A  112.19.3-76  Stainless  Steel  Plumbing  Fixtures 

A  112.19.4-77  Porcelain  Enameled  Formed  Steel  Plumbing  Fixtures 
A  112.19.2-73  Vitreous  China  Plumbing  Fixtures 

A  117.1-80  Specifications  for  Making  Buildings  and  Facilities  Accessi¬ 
ble  to  and  Usable  by  Physically  Handicapped  People 
A  118.1-76  Specifications  For  Dry-Set  Portland  Cement  Mortar 
A  118.3-76  Specifications  For  Chemical  Resistant  Water  Cleanable 
Tile-Setting  and  Grouting  Epoxy  of  Ceramic  Tile 
A  136.1-72  Standard  for  Organic  Adhesives  for  Installation  of  Ceramic 
Tile 

A  156.2-76  Standard  For  Locks  and  Lock  Trim 

A  161.1-80  Recommended  Construction  and  Performance  Standards 
For  Kitchen  and  Vanity  Cabinets 
A  208.1-79  Mat  Formed  Wood  Particleboard 

B  15.1-72  Safety  Standard  for  Mechanical  Power  Transmission  Appa¬ 
ratus 

O  10.2-75  Laminated  Hardwood  Block  Flooring 
Z  21.10.1-75  Gas  Automatic  Storage  Type  Water  Heaters 
Z  21.10.3-75  Gas  Instanteous  and  Large  Automatic  Storage  Type 
Water  Heaters 

Z  21.22-79  Relief  Valves  and  Automatic  Gas  Shutoff  Devices  For  I  lot 
Water  Supply  Systems 

Z  21.40.1-74  Gas  Fired  Absorbtion  Summer  Air  Conditioning  Appli¬ 
ances 

Z  26.1-77  Glazing  Materials  for  Glazing  Motor  Vehicles  Operating  on 
Land  1  lighways 

Z  34.1-47  American  Standard  Practice  For  Certification  Procedures 
Z  124.1-80  Plastic  Bathtub  Units 
Z  124.2-80  Plastic  Shower  Receptors  and  Shower  Stalls 
Z  223.1-78  National  Fuel-Gas  Code 

American  Plywood  Association  (APA) 

P.O.  Box  1170,  Tacoma,  Washington  98411 
APA  AFG-01  Adhesives  For  Field-Gluing  Plywood  to  Wood  Fram¬ 
ing — 1974 

APA  C50  Plywood  Floor  Systems — 1979 
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APA  E30  Design/Construction  Guide — Residential  and  Commercial — 

1980 

APA  S811  Design  and  Fabrication  of  Plywood  Curved  Panels — 1979 

APA  S812  Design  and  Fabrication  of  Plywood-Lumber  Beams — 1979 

APA  U310  Plywood  Diaphragm  Construction — 1978 

APA  U450  Glued  Floor  System — 1980 

APA  U813  Design  of  Plywood  Stressed  Skin  Panels — 1976 

APA  U814  Design  and  Fabrication  of  Plywood  Sandwich  Panels — 1978 

APA  V340  Fabrication  of  Plywood  Stressed  Skin  Panels — 1974 

APA  Y510  Plywood  Design  Specification — 1980 

American  Society  for  Testing  and  Materials  (ASTM) 

1910  Race  Street,  Philadelphia,  Pennsylvania  19103 
A  27-80  Mild-  to  Medium-Strength  Carbon-Steel  Castings  for  General 
Application 

A  36-77  Structural  Steel 

A  53-80  Pipe,  Steel,  Black  and  Hot-Dipped,  Zinc-Coated  Welded  and 
Seamless 

A  74-80  Cast  Iron  Soil  Pipe  and  Fittings 
A  82-79  Cold-Drawn  Steel  Wire  for  Concrete  Reinforcement 
A  116-73  Zinc-Coated  (Galvanized)  Iron  or  Steel  Farm-Field  and  Rail¬ 
road  Right-of-Way  Wire  Fencing 
A 148-80  High-Strength  Steel  Castings  for  Structural  Purposes 
A  167-80  Stainless  and  Heat-Resisting  Chromium-Nickel  Steel  Plate, 

Sheet  and  Strip 

A  184-79  Fabricated  Deformed  Steel  Bar  Mats  for  Concrete  Reinforce¬ 
ment 

A  242-79  High-Strength  Low-Alloy  Structural  Steel 
A  268-80  Seamless  and  Welded  Ferritic  Stainless  Steel  Tubing  for 
General  Service 

A  307-80  Carbon  Steel  Externally  Threaded  Standard  Fasteners 
A  325-80  High-Strength  Bolts  for  Structural  Steel  Joints 
A  361-76  Steel  Sheet,  Zinc-Coated  (Galvanized)  by  the  Hot-Dip  Proc¬ 
ess  for  Roofing  and  Siding 

A  412-80  Stainless  and  Heat-Resisting  Chromium  Nickel-Manganese 
Steel  Plate,  Sheet,  and  Strip 

A  416-80  Uncoated  Seven-Wire  Stress-Relieved  Strand  for  Prestressed 
Concrete 

A  421-80  Uncoated  Stress-Relieved  Wire  for  Prestressed  Concrete 
A  441-77  High-Strength  Low-Alloy  Structural  Manganese  Vanadium 
Steel 

A  446-76  Steel  Sheet,  Zinc-Coated  (Galvanized)  by  the  Hot-Dip  Proc¬ 
ess,  Structural  (Physical)  Quality 
A  449-80  Quenched  and  Tempered  Steel  Bolts  and  Studs 
A  490-80  Quenched  and  Tempered  Alloy  Steel  Bolts  for  Structural 
Steel  Joints 

A  500-80  Cold-Formed  Welded  and  Seamless  Carbon  Steel  Structural 
Tubing  in  Rounds  and  Shapes 

A  501-80  Hot-Formed  Welded  and  Seamless  Carbon  Steel  Structural 
Tubing  , 

A  502-76  Steel  Structural  Rivets 

A  514-77  High-Yield  Strength,  Quenched  and  Tempered  Alloy  Steel 
Plate,  Suitable  for  Welding 

A  525-80  Steel  Sheet,  Zinc-Coated  (Galvanized)  by  the  Hot-Dip  Proc¬ 
ess,  General  Requirements 

A  529-72  Structural  Steel  with  42,000  PSI  (290  MPa)  Minimum  Yield 
Point  (V2  in.  (12.7mm)  Maximum  Thickness) 

A  570-78  Hot-Rolled  Carbon  Steel  Sheet  and  Strip,  Structural  Quality 
A  572-77  High-Strength  Low-Alloy  Columbium-Vanadium  Steels  of 
Structural  Quality 

A  588-80  High-Strength  Low-Alloy  Structural  Steel  with  50,000  PSI 
Minimum  Yield  Point  to  4  in.  Thick 

A  606-71  Steel  Sheet  and  Strip,  Hot-Rolled  and  Cold-Rolled  High 
Strength,  Low-Alloy,  with  Improved  Corrosion  Resistance 
A  607-70  Steel  Sheet  and  Strip,  Hot-Rolled  and  Cold-Rolled,  High 
Strength,  Low-Alloy  Columbium  and/or  Vanadium 
A  611-72  Steel,  Cold-Rolled  Sheet,  Carbon,  Structural 
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A  615-79  Deformed  and  Plain  Billet-Steel  Bars  for  Concrete  Reinforce¬ 
ment 

A  616-79  Rail-Steel  Deformed  and  Plain  Bars  for  Concrete  Reinforce¬ 
ment 

A  617-79  Axle-Steel  Deformed  and  Plain  Bars  for  Concrete  Reinforce¬ 
ment 

A  618-73  Hot-Formed  Welded  and  Seamless  High-Strength  Low-Alloy 
Structural  Tubing 

A  668-79  Steel  Forgings,  Carbon  and  Alloy,  for  General  Industrial  Use 
B  88-80  Seamless  Copper  Water  Tube 
B  227-70  Hard-Drawn  Copper-Clad  Steel  Wire 
B  370-77  Copper  Sheet  and  Strip  for  Building  Construction 
B  587-80  Welded  Brass  Tube 
C  4-62  Clay  Drain  Tile 
C  5-79  Quicklime  for  Structural  Purposes 
C  6-74  Normal  Finishing  Hydrated  Lime 
C 12-77  Installing  Vitrified  Clay  Pipe  Lines 
C 14-79  Concrete  Sewer,  Storm  Drain,  and  Culvert  Pipe 
C  22-77  Gypsum 
C  28-76  Gypsum  Plasters 

C  32-73  Sewer  and  Manhole  Brick  (Made  from  Clay  or  Shale) 

C  33-79  Concrete  Aggregates 

C  34-62  Structural  Clay  Load-Bearing  Wall  Tile 

C  35-78  Inorganic  Aggregates  for  Use  in  Gypsum  Plaster 

C  36-80  Gypsum  Wallboard 

C  37-80  Gypsum  Lath 

C  52-54  Gypsum  Partition  Tile  or  Block 

C  55-71  Concrete  Building  Brick 

C  56-71  Structural  Clay  Non-Load  Bearing  Tile 

C  57-57  Structural  Clay  Floor  Hie 

C  61-76  Gypsum  Keene's  Cement 

C  62-75  Building  Brick  (Solid  Masonrv  Units  Made  From  Clay  or 
Shale) 

C  64-72  Refractories  for  Incinerators  and  Boilers 
C  73-67  Calcium  Silicate  Face  Brick  (Sand-Lime  Brick) 

C  76-79  Reinforced  Concrete  Culvert,  Storm  Drain,  and  Sewer  Pipe 
C  79-76  Gypsum  Sheathing  Board 

C  88-76  Soundness  of  Aggregates  by  Use  of  Sodium  Sulfate  or  Manga¬ 
nese  Sulfate 

C  90-70  Hollow  Load-Bearing  Concrete  Masonry  Units 
C  91-71  Masonry  Cement 
C  94-80  Ready-Mixed  Concrete 

C  126-71  Ceramic  Glazed  Structural  Clay  Facing  Tile,  Facing  Brick, 
and  Solid  Masonry  Units 

C  129-71  Non-Load  Bearing  Concrete  Masonry  Units 
C  139-73  Concrete  Masonry  Units  for  Construction  of  Catch  Basins 
and  Manholes 

C 143-71  Slump  of  Portland  Cement  Concrete 
C 144-76  Aggregate  for  Masonry  Mort.  r 
C 145-71  Solid  Load-Bearing  Concrete  Masonry  Units 
C 150-80  Portland  Cement 

C  157-75  Length  Change  of  Hardened  Cement  Mortar  and  Concrete 
C  206-79  Finishing  Hydrated  Lime 
C  207-79  Hydrated  Lime  for  Masonry  Purposes 
C  208-72  Insulating  Board  (Celluosic  Fiber),  Structural  and  Decorative 
C  209-72  Insulating  Board  (Cellulosic  Fiber),  Structural  and  Decorative 
C  212-75  Structural  Clay  Facing  Tile 

C  216-79  Facing  Brick  (Solid  Masonry  Units  Made  from  Clay  or  Shale) 

C  220-77  Flat  Asbestos-Cement  Sheets 
C  221-77  Corrugated  Asbestos-Cement  Sheets 
C  222-76  Asbestos-Cement  Roofing  Shingles 
C  223-76  Asbestos-Cement  Siding 
C  260-77  Air-Entraining  Admixtures  for  Concrete 
C  270-80  Mortar  for  Unit  Masonry 
C  315-78  Clay  Flue  Linings 
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C  317-76  Gypsum  Concrete 

C  330-79  Lightweight  Aggregates  for  Structural  Concrete 
C  332-77  Lightweight  Aggregates  for  Insulating  Concrete 
C  355-64  Water  Vapor  Transmission  of  Thick  Materials 
C  377-77  Precast  Reinforced  Gypsum  Slabs 
C  412-79  Concrete  Drain  Tile 

C  425-77  Compression  Joints  for  Vitrified  Clay  Pipe  and  Fittings 
C  428-80  Asbestos-Cement  Nonpressure  Sewer  Pipe 
C  444-79  Perforated  Concrete  Pipe 

C  475-64  Joint  Treatment  Materials  for  Gypsum  Wallboard  Construc¬ 
tion 

C  476-80  Mortar  and  Grout  for  Reinforced  Masonry 
C  494-80  Chemical  Admixtures  for  Concrete 

C  495-77  Compressive  Strength  of  Lightweight  Insulating  Concrete 
C  508-78  Asbestos-Cement  Underdrain  Pipe 

C  509-79  Cellular  Elastomeric  Preformed  Gasket  and  Sealing  Material 
C  514-77  Nails  for  the  Application  of  Gypsum  Wallboard 
C  516-75  Vermiculite  Loose  Fill  Insulation 
C  530-75  Structural  Clay  Non-Load  Bearing  Screen  Tile 
C  549-73  Perlite  Loose  Fill  Insulation 

C  564-76  Rubber  Gaskets  for  Cast  Iron  Soil  Pipe  and  Fittings 
C  587-68  Gypsum  Veneer  Plaster 
C  588-80  Gypsum  Base  for  Veneer  Plasters 
C  595-79  Blended  Hydraulic  Cements 

C  618-80  Fly  Ash  and  Raw  or  Calcined  Natural  Pozzolan  for  Use  as  a 
Mineral  Admixture  in  Portland  Cement  Concrete 
C  630-76  Water-Resistant  Gypsum  Backing  Board 
C  652-77  Hollow  Brick  (Hollow  Masonry  Units  Made  from  Clay  or 
Shale] 

C  654-79  Porous  Concrete  Pipe 

C  655-77  Reinforced  Concrete  D-Load  Culvert,  Storm  Drain  and  Sewer 
Pipe 

C  666-77  Resistance  of  Concrete  to  Rapid  Freezing  and  Thawing 
C  700-78  Vitrified  Clay  Pipe,  Extra  Strength,  Standard  Strength,  and 
Perforated 

C  803-79  Penetration  Resistance  of  Hardened  Concrete 
C  840-79  Application  and  Finishing  of  Gypsum  Board 
C  841-80  Installation  of  Interior  Lathing  and  Furring 
C  842-79  Application  of  Interior  Gypsum  Plaster 
C  846-76  Application  of  Structural  Insulating  Board  (Fiberboard) 

Sheathing 

C  902-79  Pedestrian  and  Light  Traffic  Paving  Brick 
C  926-80  Standard  Specification  for  the  Application  of  Portland 
Cement  Based  Plastering 

D  173-80  Woven  Cotton  Fabrics  Saturated  with  Bituminous  Sub¬ 
stances  for  Use  in  Waterproofing 
D  224-75  Smooth-Surfaced  Asphalt  Roll  Roofing  (Organic  Felt) 

D  225-78  Asphalt  Shingles  Surfaced  with  Mineral  Granules 
D  226-77  Asphalt-Saturated  Organic  Roofing  Felt  for  Use  in  Membrane 
Waterproofing  and  Built-Up  Roofing 
D  227-56  Coal-Tar  Saturated  Roofing  Felt  for  Use  in  Waterproofing 
and  Constructing  Built-Up  Roofs 

D  250-80  Asphalt-Saturated  Asbestos  Felts  for  Use  in  Waterproofing 
and  in  Constructing  Built-Up  Roofs 
D  312-71  Asphalt  Used  In  Roofing 

D  371-80  Wide-Selvage  Asphalt  Roll  Roofing  Surfaced  with  Mineral 
Granules 

D  449-79  Asphalt  Used  in  Damproofing  and  Waterproofing 
D  450-71  Coal-Tar  Bitumen  Used  in  Roofing  Damproofing,  and  Water¬ 
proofing 

D  994-71  Preformed  Expansion  Joint  Filler  for  Concrete  (Bituminous 
Type) 

D 1037-78  Wood-Base  Fiber  and  Particle  Panel  Materials 
D 1143-74  Piles  Under  Axial  Compression  Load 
D  1194-72  Bearing  Capacity  of  Soil  for  Static  Load  on  Spread  Footings 
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D1557-78  Moisture-Unit  Weight  Relations  of  Soils,  and  Soil-Aggregate 
Mixtures  Using  10-lb  (4.5  kg)  Rammer  and  18-in.  (457-mm)  Drop 
D 1593-61  Nonrigid  Vinyl  Chloride  Plastic  Sheeting 
D  1751-78  Preformed  Expansion  Joint  Fillers  for  Concrete  Paving  and 
Structural  Construction  (Nonextruding  and  Resilient  Bituminous 
Types) 

D  1752-67  Preformed  Sponge  Rubber  and  Cork  Expansion  Joint  Fillers 
for  Concrete  Paving  and  Structural  Construction 
D  1861-77  Homogeneous  Bituminized  Fiber  Drain  and  Sewer  Pipe 
D  1862-77  Laminated-Wall  Bituminized  Fiber  Drain  and  Sewer  Pipe 
D 1863-80  Mineral  Aggregate  Used  On  Built-Up  Roofs 
D  2103-67  Polyethylene  Film  and  Sheeting 
D  2216-80  Moisture  Content  of  Soil 

D  2311-77  Perforated  Homogeneous  Bituminized  Fiber  Pipe  for  General 
Drainage 

D  2316-75  Installing  Bituminized  Fiber  Drain  and  Sewer  Pipe 
D  2321-74  Underground  Installation  of  Flexible  Thermoplastic  Sewer 
Pipe 

D  2417-77  Laminated-Wall  Bituminized  Fiber  Perforated  Pipe  for  Agri¬ 
cultural,  Land,  and  General  Drainage 
D  2487-69  Soils  for  Engineering  Purposes 
D  2488-69  Soils  (Visual-Manual  Procedure) 

D  2661-78  Acrylonitrile-Butadiene-Styrene  (ABS)  Plastic  Drain,  Waste, 
and  Vent  Pipe  and  Fittings 

D  2665-78  Poly  (Vinyl  Chloride)  (PVC)  Plastic  Drain,  Waste  and  Vent 
Pipe  and  Fittings 

D  2729-78  PolyfVinyl  Chloride)  (PVC)  Sewer  Pipe  and  Fittings 
D  2751-77  Acrylonitrile-Butadiene-Styrene  (ABS)  Sewer  Pipe  and  Fit¬ 
tings 

D  2896-77  Accelerated  Weathering  of  Fire-Retardant  Treated  Wood 
for  Fire  Testing 

D  2949-78  3-in.  Thin  Wall  PolyfVinyl  Chloride)  (PVC)  Plastic  Drain, 

Waste,  and  Vent  Pipe  and  Fittings 

D  3110-72  Adhesives  Used  in  Nonstructural  Glued  Lumber  Products 
D  3462-76  Asphalt  Shingles  Made  From  Glass  Mat  and  Surfaced  With 
Mineral  Granules 

D  3656-78  Insect  Screening  and  Louver  Cloth  Woven  From  Vinyl- 
Coated  Glass  Fiber  Yam 
D  3879-79  Rigid  Polyvinyl  Chloride  (PVC)  Siding 
E  72-77  Strength  Tests  of  Panels  for  Building  Construction 
E  84-80  Surface  Burning  Characteristics  of  Building  Materials 
E  90-75  Airborne-Sound  Transmission  Loss  of  Building  Partitions 
E  96-66  Water  Vapor  Transmission  of  Materials  in  Sheet  Form 
E 108-80  Fire  Tests  of  Roof  Coverings  (NFPA  256) 

E 119-79  Fire  Tests  of  Building  Construction  and  Materials 
E  136-79  Behavior  of  Materials  in  a  Vertical  Tube  Furnace  at  750°  C 
E 149-76  Bond  Strength  of  Mortar  to  Masonry  Units 
E  154-75  Materials  for  Use  as  Vapor  Barriers  Under  Concrete  Slabs 
and  as  Ground  Cover  in  Crawl  Spaces 
E  162-79  Surface  Flammability  of  Materials  Using  a  Radiant  Heat 
Energy  Source 

E  163-80  Fire  Tests  of  Window  Assemblies 

E  283-73  Rate  of  Air  Leakage  Through  Exterior  Windows,  Curtain 
Walls,  and  Doors 

E  330-79  Structural  Performance  of  Exterior  Windows.  Curtain  Walls, 
and  Doors  by  Uniform  Static  Air  Pressure  Difference 
E  331-70  Water  Penetration  of  Exterior  Windows,  Curtain  Walls,  and 
Doors  by  Uniform  Static  Air  Pressure  Difference 
E  380-76  Metric  Practice 
E  413-73  Sound  Transmission  Class 
E  447-80  Compressive  Strength  of  Masonry  Prisms 
E  492-72  Impact  Sound  Transmission  Through  Floor-Ceiling  Assem¬ 
blies  Using  the  Tapping  Machine 
F  405-77  Corrugated  Polyethylene  (PE)  Tubing  and  Fittings 
F  462-79  Slip-Resistant  Bathing  Facilities 
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F  628-79  Acrylonitrile-Butadiene  Styrene  (ABS)  Plastic  Drain,  Waste, 

&  Vent  Pipe  Having  a  Foam  Core 

STP  479-70  Special  Procedures  for  Testing  Soil  and  Rock  for  Engineer¬ 
ing  Purposes 

American  Society  of  Heating,  Refrigerating  and  Air  Conditioning  Engineers,  Inc. 

345  East  47th  Street,  New  York,  New  York  10017 
ASHRAE  15-78  Safety  Code  for  Mechanical  Refrigeration  (ANSI/ 

ASHRAE 15)  (ANSI  B  9.1) 

ASHRAE  52-76  Method  of  Testing  Air  Cleaning  Devices 
ASHRAE  62-73  Standards  for  Natural  and  Mechanical  Ventilation 
(ANSI/ ASHRAE  62)  (ANSI  B  194.1) 

ASHRAE  90  A-80  Energy  Conservation  in  New  Building  Design 
ASHRAE  Handbooks-Fundamentals  1977,  Applications  1978,  Equip¬ 
ment  1979,  Systems  1980 

ASHRAE  Cooling  and  Heating  Load  Calculations  Manual — 1979 

American  Society  of  Mechanical  Engineers,  Inc. 

345  East  47th  Street,  New  York,  New  York  10017 
Code  for  Low  Pressure  Heating  Boilers — 1980 

American  Society  of  Sanitary  Engineers,  Inc. 

P.O.  Box  9712,  Bay  Village,  Ohio  44140 
ANSI/ASSE  1001-80  Pipe  Applied  Atmospheric  Type  Vacuum  Break¬ 
ers  (ANSI  A  112.1.1) 

ANSI/ASSE  1002-79  Water  Closet  Flush  Tank  Ball  Cocks 
ANSI/ASSE  1003-75  Water  Pressure  Reducing  Valves  (ANSI  A 
112.26.2) 

ANSI/ASSE  1006-80  Household  Dishwashers  (ANSI  A  197.1)  (ANSI/ 

AHAM  DW-2PR) 

ANSI/ASSE  1007-80  Home  Laundry  Equipment  (ANSI  A  197.2) 

(ANSI/ AHAM  HLW-2PR) 

ANSI/ASSE  1008-80  Household  Food  Waste  Disposer  Units  (ANSI  A 

197.3)  (ANSI/ AHAM  FWD-2PR) 

ANSI/ASSE  1011-70  Hose  Connection  Vacuum  Breakers  (A'ISI  A 

112.1.3) 

ANSI/ASSE  1014-79  Hand  Held  Showers 

ANSI/ASSE  1016-79  Individual  Shower  Control  Valves,  Anti-Scald 
Type 

ANSI/ASSE  1017-79  Thermostatic  Mixing  Valves,  Self  Actuated  for 
Primary  Domestic  Use 

ANSI/ASSE  1018-78  Trap  Seal  Primer  Valves 

ANSI/ASSE  1019-78  Wall  Hydrants,  Frost  Proof  Automatic  Draining, 

Anti-Backflow  Types 

ANSI/ASSE  1020-76  Vacuum  Breakers,  Anti-Siphon,  Pressure  Type 
(ANSI  A  112.1.7) 

ANSI/ASSE  1023-79  Hot  Water  Dispensers,  Household  Storage  Type, 

Electrical 

ANSI/ASSE  1025-78  Diverters  for  Plumbing  Faucets  with  Hose  Spray, 

Anti-Siphon  Type,  Residential  Applications 

American  Water  Works  Association 
6666  W.  Quincy  Avenue,  Denver,  Colorado  80235 
AWWA  C  106-80  Cast-Iron  Pipe  Centrifigually  Cast  in  Metal  Molds, 
for  Water  or  Other  Liquids  (ANSI/ AWWA  C  106)  (ANSI  A  21.6) 

AWWA  C  151-76  Ductile  Iron  Pipe  Centrifugally  Cast  in  Metal  Molds 
or  for  Water  or  Other  Liquids  (ANSI/AWWA  151)  (ANSI  A  21.51) 

AWWA  C  203-78  Standard  for  Coal-Tar  Protective  Coatings  and 
Linings  for  Steel  Water  Pipelines  Enamel  and  Tape-Hot-Applied 
(ANSI/AWWA  C  203) 

AWWA  C  204-75  Chlorinated  Rubber-Alkyd  Paint  System  for  the 
Exterior  of  Above  Ground  Steel  Water  Piping 

American  Welding  Society,  Inc. 

2501  N.W.  7th  Street,  Miami,  Florida  33125 
ANSI/AWS  D  1.1-81  Code  for  Welding  in  Building  Construction 
ANSI/AWS  D  1.4-79  Recommended  Practice  for  Welding  Reinforcing 
Steel,  Metal  Inserts  and  Connection  in  Reinforced  Concrete  Con¬ 
struction 
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American  Wood-Preservers’  Association 
Suite  4444,  7735  Old  Georgetown  Rd.,  Bethesda.  Maryland  20014 
AWPA  C  20  Structural  Lumber  Fire-Retardant  Pressure  Treatment — 

1974 

AWPA  C  27  Structural  Plywood  Fire-Retardant  Pressure  Treatment — 

1974 

American  Wood  Preservers  Bureau 
Box  6085,  2772  S.  Randolph  Street,  Arlington,  Virginia  22206 
LP  2-80  Standard  for  Softwood  Lumber,  Timber  and  Plywood  Pressure 
Treated  with  Water  Borne  Preservatives  for  Above  Ground  Use 
LP  3-78  Standard  for  Softwood  Lumber,  Timber  and  Plywood  Pressure 
Treated  with  Light  Hydrocarbon  Solvent  Penta  Solution  for  Above 
Ground  Use 

LP  4-78  Standard  for  Softwood  Lumber,  Timber  and  Plywood  Pressure 
Treated  with  Volatile  Hydrocarbon  Solvent  Penta  Solution  for 
Above  Ground  Use 

LP  22-80  Standard  for  Softwood  Lumber,  Timber  and  Plywood  Pres¬ 
sure  Treated  with  Water  Borne  Preservatives  for  Ground  Contact 
Use 

LP  33-78  Standard  for  Softwood  Lumber,  Timber  and  Plywood  Pres¬ 
sure  Treated  with  Light  Hydrocarbon  Solvent  Penta  Solution, 

Ground  Contact  Use 

LP  44-78  Standard  for  Softwood  Lumber,  Timber  and  Plywood  Pres¬ 
sure  Treated  with  Volatile  Hydrocarbon  Solvent  Penta  Solution  for 
Ground  Contact  Use 

American  Wood  Preservers  Institute 
1651  Old  Meadow  Road,  Mclean,  Virginia  22101 
Piie  Foundation  Know-How — 1969 

Architectural  Aluminum  Manufacturers  Association 
35  East  Wacker  Dr„  Chicago,  Illinois  60601 
ANSI/AAMA  302.9-77  Prime  Windows  (ANSI  A  134.1) 

ANSI/AAMA  402.9-77  Aluminum  Sliding  Glass  Doors  and  Frames 
(ANSI  A  134.2) 

ANSI/AAMA  1002.10-80  Storm  Windows  (ANSI  A  134.3) 

ANSI/AAMA  1102.7-77  Aluminum  Storm  Doors  and  Frames  (ANSI  A 
134.4) 

AAMA  809.2-1976  Non  Drying  Sealants 

AAMA  804.1-1976  Ductile  Preformed  Non  Curing  Type,  Back  Bedding 
Glazing  Tape 

AAMA  807.1-1976  Cured  Rubber  Type  Glazing  Tape 
AAMA  SG-1-78  Specifications  for  Dense  Rubber-Like  Compression 
Gasket  Materials 

AAMA  1976  Metal  Curtain  Wall,  Window,  Store  Front  and  Entrance 
Guide  Specification  Manual 

AAMA  1402.3-1975  Specifications  for  Aluminum  Siding  and  High  Per¬ 
formance  Coating  for  Aluminum  Siding 
AAMA  1403.2-1975  Installation  Specifications  for  Residential  Alumi¬ 
num  Siding 

AAMA  1502.6-77  Insulating  Windows  and  Sliding  Glass  Doors 

Asphalt  Institute,  The 

Asphalt  Institute  Building,  College  Park,  Maryland  20740 
Thickness  Design — Full-Depth  Asphalt  Pavement  Structures  for  High¬ 
ways  and  Streets — 8th  Edition  1970 

Asphalt  Roofing  Manufacturers  Association 
1800  Massachusetts  Avenue,  N.W.,  Washington,  D.C.  20036 
Manufacture,  Selection  and  Application  of  Asphalt  Roofing  and  Siding 
Products — 1974 

Residential  Asphalt  Roofing  Manual — 1980 
Association  of  Home  Appliance  Manufacturers 
20  North  Wacker  Drive,  Chicago,  Illinois  60606 
ANSI/AHAM  RAC-1-72  Room  Air  Conditioner  Standard  (ANSI  Z 
234.1) 

Brick  Institute  of  America 
1750  Old  Meadow  Road,  McLean,  Virginia  22102 
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Recommended  Practices  and  Guide  Specifications  for  Cold  Weather 
Masonry — 1973 

Construction  Building  Code  Requirements  for  Engineered  Brick  Mason¬ 
ry-1969 

Building  Research  Advisory  Board 
National  Academy  of  Sciences,  2101  Constitution  Ave.,  N.W.,  Wash¬ 
ington,  DC  20006 

Foundations  for  Residential  Structures  in  Seismic  Areas,  National 
Academy  of  Sciences — National  Research  Council — 1969 
Criteria  for  Selection  and  Design  of  Residential  Slabs-on-Ground, 

National  Academy  of  Sciences  #1571 — 1968 

Canadian  Wood  Council 
85  Albert  Street,  Ottawa,  Ontario  KlP  6A4 
Canadian  Dimension  Lumber — Data  Book — 1979 
The  Carpet  and  Rug  Institute 
310  Holiday  Ave.,  Box  2048,  Dalton,  Georgia  30720 
Specifier's  Guide  to  Contract  Carpet  Installations — 1980 
Cast-Iron  Soil  Pipe  Institute 

1499  Chain  Bridge  Road,  Suite  203,  McLean,  Virginia  22101 
CISPI  HS  74  Specifications  for  Cast-Iron  Soil  Pipe  and  Fittings  For  Hub 
and  Spigot  Sanitary  System — 1978 

CISPI  HSN  Specifications  for  Neoprine  Rubber  Gaskets  for  Hub  and 
Spigot  Cast  Iron  Soil  Pipe  Fittings — 1978 
CISPI  301  Standard  Specification  for  Cast  Iron  Soil  Pipe  and  Fittings 
For  Hubless  Cast  Iron  Sanitary  Systems — 1978 
CISPI  310  Specifications  for  Cast  Iron  Soil  Pipe  Institute’s  Patented 
Joint  For  Use  In  Connection  With  Hubless  Cast  Iron  Sanitary  Sys¬ 
tems — 1978 

CISPI  Cast  Iron  Soil  Pipe  and  Fittings  Handbook — Vol.  1 — 1976;  Vol. 

2—1979 

Ceramic  Tile  Institute 

700  North  Virgil  Avenue,  Los  Angeles,  California  90029 
CTI  R8-103  Standard  Specifications  for  the  Installation  of  Tile  Lined 
Shower  Receptors — 1969 

Commercial  Standard 

National  Bureau  of  Standards,  Washington,  DC  20234 
CS  242-62 1%”  Thick  Steel  Doors  and  Frames 
Compressed  Gas  Association 
500  Fifth  Avenue,  New  York,  NY  10036 
Pamphlet  P-2.1—1967 
Environmental  Protection  Agency 
401  M  St.,  S.W.,  Washington,  DC  20460 
EPA  430/9-74-007  Manual  of  Individual  Water  Supply  Systems — 1974 
Federal  Emergency  Management  Agency 
Washington,  D.C.  20472 

TR  20  (Vol.  1)  Fallout  Radiation  Shielding — June  1976 
Federal  Specifications  (FS) 

Naval  Publication  and  Forms  Center,  5801  Tabor  Road,  Philadelphia, 

PA  19120 

L-F-001641  Floor  Covering,  Translucent  or  Transparent  Vinyl  Surface 
with  Backing — 1971 
L-F-00450A  Flooring,  Vinyl  Plastic 

L-F-475A  Floor  Covering  Vinyl,  Surface  (Tile  and  Roll)  with  Backing 
L-P-375C  Plastic  Film,  Flexible,  Vinyl  Chloride 
L-P-512C  Plastic  Sheet  (Sheeting):  Polyethylene 
L-S-125B  Screening  Insect,  Nonmetallic 

R-P-381A  Pitch,  Coal-Tar:  (For)  Aggregate  Surfaced  Built-Up  Roofing, 

Waterproofing  and  Dampproofing 

DD-G-451D  Glass,  Float  or  Plate,  Sheet,  Figured  (Flat,  For  Glazing, 

Mirrors  and  Other  Uses) 

DD-G-1403B  Glass,  Plate  (Float),  Sheet,  Figured,  and  Spandrel  (Heat 
Strengthened  and  Fully  Tempered) 

FF-B-561C  Bolts,  (Screw),  Lag 
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FF-N-105B  Nails,  Brads,  Staples  and  Spikes:  Wire,  Cut,  and  Wrought 
FF-S-111D  Screw,  Wood 

HH-F-341F  Fillers,  Expansion  Joint:  Bituminous  (Asphalt  and  Tar)  and 
*  Nonbituminous 

HH-I-515D  Insulation  Thermal  (Loose  Fill  For  Pneumatic  Or  Poured 
Application)  Cellulosic  or  Wood  Fiber 
HH-I-521E  Insulation  Blankets,  Thermal  (Mineral  Fiber,  for  Ambient 
Temperatures) 

HH-I-524B  Insulation  Board,  Thermal  (Polystyrene) 

HH-I-525A  Insulation  Board,  Thermal  (Cork) 

HH-I-526C  Insulation  Board,  Thermal  (Mineral  Fiber) 

HH-I-530A  Insulation  Board,  Thermal  (Urethane) 

HH-I-545B  Insulation,  Thermal  and  Acoustical  (Mineral  Fiber,  Duct 
Lining  Material) 

HH-I-551E  Insulation  Block  and  Boards,  Thermal  (Cellular  Glass) 

HH-I-558B  Insulation  Blocks,  Boards,  Blankets,  Felts  Sleeving  (Pipe 
and  Tube  Covering),  and  Pipe  Fitting  Covering,  Thermal  (Mineral 
Fiber,  Insulation  Type) 

HH-I-574B  Insulation,  Thermal  (Perlite) 

HH-I-585C  Insulation,  Thermal  (Vermiculite) 

HH-I-1030A  Insulation,  Thermal  (Mineral  Fiber,  For  Pneumatic  or 
Poured  Application) 

HH-I-1252B  Insulation,  Thermal,  Reflective  (Aluminum  Foil) 

HH-R-590B  Roofing  Felt  (Asbestos,  Asphalt  Saturated) 

HH-R-595B  Roofing  Felt,  Coal  Tar  and  Asphalt  Saturated  Organic 
Felts,  Rolls 

QQ-C-576B  Copper  Flat  Products  With  Slit,  Slit  and  Edgerolled, 

Sheared,  Sawed,  or  Machined  Edges,  (Plate,  Bar,  Sheet,  and  Strip) 

QQ-T-201E  Teme  Plate,  For  Roofing  and  Roofing  Products 
RR-F-191B  Fencing,  Wire  and  Post,  Metal  (Chain-Link  Fence  Accesso¬ 
ries) 

RR-H-1070B  Holder,  Garbage  Can 
RR-W-365A  Wire  Fabric  (Insect  Screening) 

SS-A-666D  Asphalt,  Petroleum  (Built-Up  Roofing.  Waterproofing,  and 
Dampproofing) 

SS-C-181A  Cement,  Keene's 

SS-C-450A  Cloth,  Impregnated  (Woven  Cotton  Cloth,  Asphalt  Impreg¬ 
nated:  Coal  Tar  Impregnated) 

SS-L-30D  Lath,  and  Board  Products,  Gypsum 

SS-P-361E  Pipe,  Clay  (Vitrified  Fittings,  and  Perforated  Pipe) 

SS-P-402A  Plaster:  Gypsum 

SS-P-1540B  Pipe,  Bituminized  Fiber  (and  Fittings) 

SS-R-501D  Roofing  Felt,  Asphalt-Prepared  Smooth  Surfaced 
SS-R-630D  Roofing  Felt  (Roll,  Asphalt-Prepared,  Mineral  Surfaced) 

SS-S-118A  Sound  Controlling  Blocks  and  Boards  (Acoustical  Tiles  and 
Panels,  Prefabricated) 

SS-S-291D  Shingles:  Asbestos-Cement,  (Roofing) 

SS-S-346C  Siding  (Shingles,  Clapboards,  and  Sheets)  Asbestos- 
Cement 

SS-T-312B  Tile  Floor:  Asphalt,  Rubber,  Vinyl-Asbestos 
SS-T-315B  Tile,  Gypsum  (Interior,  Floor  and  Roof,  Precast) 

TT-C-598B  Calking  Compound,  Oil  and  Resin  Base  Type  (For  Masonry 
and  Other  Structures) 

TT-C-1685A  Coating  System — Decorative  and  Protective,  Seamless 
TT-S-227B  Sealer  Compound;  Rubber-Base  Two  Component  (For 
Calking.  Sealing)  and  Glazing  in  Building  Construction 
TT-S-230A  Sealing  Compound;  Synthetic  Rubber  Base,  Single  Compo¬ 
nent.  Chemically  Curing  for  Calking,  Sealing,  and  Glazing  in  Building 
Construction 

TT-S-1543A  Sealing  Compound:  Silicone  Rubber  Base  (For  Calking, 

Sealing,  and  Glazing  in  Buildings  and  Other  Structures) 

TT-S-1657A  Ceiling  Compound:  Single  Component  Butyl  Rubber 
Based  Solvent  Release  Type  for  Buildings  and  Other  Types  of 
Construction 

UU-B-790A  Building  Paper,  Vegetable  Fiber:  (Kraft.  Waterproofed. 

Water  Repellent  and  Fire  Resistant) 
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WW-P-405B  Pipe,  Corrugated  (Iron  or  Steel,  Zinc  Coated) 

WW-P-406D  Pipe,  Steel  (Seamless  and  Welded)  (For  Ordinary  Use) 

WW-P-541D  Plumbing  Fixtures 
CCC-W-408A  Wall  Covering,  Vinyl-Coated 
LLL-I-535B  Insulation  Board,  Thermal  Cellulosic  Fiber 
LLL-F-1238A  Floor,  Covering  Linoleum 
PPP-B-1055B  Barrier  Material,  Waterproofed,  Flexible 
Fir  and  Hemlock  Door  Association 
Yeon  Building,  Portland,  Oregon  97204 
FHDA-7-79  Fir  and  Hemlock  Door  Association  Standard 
Flat  Glass  Marketing  Association 
White  Lakes  Professional  Building,  3310  Harrison  Street,  Topeka, 

Kansas  66611 
Glazing  Manual — 1980 
Glazing  Sealing  Systems  Manual — 1970 

The  Hydronics  Institute  (Formerly  Institute  of  Boiler  and  Radiator  Manufacturers) 

35  Russo  Place,  Berkeley  Heights,  New  Jersey  07922 
IBR  Guides: 

No.  H-21  Heat  Loss  Calculations — 1980 

No.  200  Installation  of  Residential  Hydronic  Heating  Systems  (Steam 
and  Hot  Water) — 1980 
No.  C-30  Cooling  Load  Calculations — 1973 
IBR  Rating  Booklets: 

Boiler  Ratings — IBR  Cast  Iron  and  SBI  Steel  Boilers — 1978 
IBR  Baseboard  and  Finned  Tube  (Commercial)  Ratings — 1980 
Illuminating  Engineering  Society 
345  East  47th  Street  New  York,  New  York  10017 
Lighting  Handbook — 1981 
International  Conference  of  Building  Officials 
5360  S.  Workman  Mill  Road,  Whittier,  California  90601 
UBC  24-13  Reinforced  Gypsum  Concrete  and  Precast  Reinforced 
Gypsum  Slabs  Poured  Gypsum  Roof  Diaphragms — 1979 
UBC  24-26  Testing  Gypsum  &  Gypsum  Products — 1979 
UBC  30-1  Veneer  Application,  Recommended  Standards  of  ICBO — 

1979 

1973  Uniform  Building  Code — Seismic  Design 
1970  Uniform  Building  Code — Seismic  Design 
National  Association  of  Home  Builders — 

Research  Foundation,  627  Southlawn  Lane,  Rockville,  Maryland 
20850 

Insulation  Manual  for  Homes  and  Apartments — Recommended  Refer¬ 
ence  Guide — 1979 

National  Board  of  Boiler  and  Pressure  Vessel  Inspectors 
1055  Crupper  Avenue,  Columbus,  Ohio  43229 
1978  Safety  Valve  and  Safety  Relief  Valve  Relieving  Capacity 
National  Bureau  of  Standards 

Technology  Building  B166,  VPS  Program,  Washington,  DC  20234 
NBS  SP  330  The  International  System  of  Units — 1977 
NBS  Dust  Spot  Method  of  Testing  Air  Filters — 1957 
ANS1/NBS  211  Building  Code  Requirements  for  Masonry  (ANSI  A 
41.1) — 1954 

ANSI/NBS  Handbook  H  74  Building  Code  Requirements  for  Rein¬ 
forced  Masonry  (ANSI  A  41.2) — 1960 

National  Concrete  Masonry  Association 
P.O.  Box  781,  Herndon,  Virginia  22070 
Specifications  for  the  Design  and  Construction  of  Load  Bearing  Con¬ 
crete  Masonry — August  1979 

National  Electrical  Manufacturers  Association  (NEMA) 

2101  L  St„  N.W.,  Washington,  DC  20037 
NEMA  LD-3  High  Pressure  Decorative  Laminates — 1975 
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National  Fire  Protection  Association 
470  Atlantic  Avenue,  Boston,  Massachusetts  02210 
NFPA  10-78  Installation  of  Portable  Fire  Extinguishers  (ANSI  Z  112.1) 

NFPA  13-75  Standard  for  the  Installation  of  Sprinkler  Systems  (ANSI 
A  54.3) 

NFPA  14-78  Standard  for  the  Installation  of  Standpipe  and  Hose 
Systems  (ANSI  Z  273.1) 

NFPA  31-78  Standard  for  the  Installation  of  Oil  Burning  Equipment 
(ANSI/NFPA  31)  (ANSI  Z  95.1) 

NFPA  54-80  National  Fuel  Gas  Code  (ANSI  Z  223.1) 

NFPA  58-79  Liquefied  Petroleum  Gases,  Storage  and  Handling  (ANSI/ 

NFPA  58)  (ANSI  Z  106.1) 

NFPA  70-81  National  Electric  Code  (ANSI/NFPA  70) 

NFPA  72  A-79  Installation,  Maintenance  and  Use  of  Local  Protective 
Signaling  Systems  for  Guard’s  Tour,  Fire  Alarm  and  Supervisory 
Service  (ANSI  SE  3.3) 

NFPA  72  B-79  Installation,  Maintenance  and  Use  of  Auxiliary  Protec¬ 
tive  Signaling  Systems  for  Fire  Alarm  Service  (ANSI  SE  3.4) 

NFPA  72  C-75  Installation,  Maintenance  and  Use  of  Remote  Station 
Protective  Signaling  Systems  (ANSI  SE  3.5) 

NFPA  72  D-79  Installation,  Maintenance  and  Use  of  Proprietary  Pro¬ 
tective  Signaling  Systems  (ANSI  SE  3.6) 

NFPA  72  E-78  Standard  on  Automatic  Fire  Detectors  (ANSI  SE  3.13) 

NFPA  80-77  Standard  for  Installation  of  Fire  Doors  and  Windows 
(ANSI  A  2.7) 

NFPA  82-77  Incinerators.  Rubbish  Handling  (ANSI/NFPA  82) 

NFPA  90  A-76  Air  Conditioning  and  Ventilating  Systems  (ANSI  NFPA 
90  A)  (ANSI  B  144.2) 

NFPA  90  B-80  Warm  Air  Heating  and  Air  Conditioning  (ANSI/NFPA 
90B)  (ANSI  B  144.3) 

NFPA  101-76  Life  Safety  Code  (ANSI  A  9.1) 

NFPA  211-80  Chimneys,  Fireplaces  &  Vents  (ANSI/NFPA  211)  (ANSI 
A  52.1) 

NFPA  252-79  Standard  Methods  of  Fire  Tests  of  Door  Assemblies 
NFPA  253-78  Standard  Methods  of  Test  for  Critical  Radiant  Flux  of 
Floor  Covering  Systems  Using  a  Radiant  Heat  Energy  Source 
NFPA  701-77  Standard  Methods  of  Test  for  Flame-Resistant  Textiles 
and  Filins 

National  Forest  Products  Association  ((N)FPA) 

1619  Massachusetts  Ave.,  N.W..  Washington,  DC  20036 
Span  Tables  for  Joists  and  Rafters — 1977 
National  Design  Specifications  for  Wood  Construction — 1977 
Technical  Report  #7 — All  Weather  Wood  Foundation  System — 1979 

National  Oak  Flooring  Manufacturers  Association  (NOFMA) 

804  Sterick  Building,  Memphis,  Tennessee  38103 
Official  Grading  Rules  for  Oak,  Beech,  Birch.  Hard  Maple  and  Pecan 
(OFGR/Vol.  1.  No.  1/March  1977) 

Hardboard  Flooring  Installation  Manual 
Hardboard  Flooring  Finishing/Refinishing  Manual 

National  Roofing  Contractors  Association  (NRCA) 

1515  North  Harlem  Avenue.  Oak  Park,  Illinois  60302 
Manual  of  Roofing  Practices — 1981 

National  Terrazzo  &  Mosaic  Association,  Inc.  (NTMA) 

Suite  15,  3166  Des  Plaines  Avenue,  Des  Plaines,  Illinois  60018 
NTMA  Terrazzo  Specifications,  Details  and  Technical  Data — 1981 

National  Woodwork  Manufacturers  Association,  Inc.  (NVVMA) 

400  West  Madison  Street,  Chicago,  Illinois  60606 
IS  1-80  Industry  Standard  for  Wood  Flush  Doors 
IS  2-80  Industry  Standard  for  Wood  Window  Units  (ANSI/NWMA  IS 
2)  (ANSI  A  200.1) 

IS  3-70  Industry  Standard  for  Wood  Sliding  Patio  Doors  (ANSI/ 

NWMA  IS  3)  (ANSI  A  200.4) 
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IS  4-70  Industry  Standard  for  Water-Repellent  Preservative  Non-Pres¬ 
sure  Treatment  of  Millwork 

IS  5-73  Industry  Standard  for  Ponderosa  Pine  Doors  (ANSI/NWMA  IS 
5)  (ANSI  A  200.2) 

Prestressed  Concrete  Institute  (PCI) 

20  North  Wacker  Drive,  Chicago,  Illinois  60606 
PCI  MNL  116  Manual  for  Quality  Control  for  Plants  and  Production  of 
Precast  Prestressed  Concrete  Products — 1977 
PCI  MNL  117  Manual  of  Quality  Control  for  Plants  and  Production  of 
Architectural  Precast  Concrete  Products — 1977 
PCI  MNL  121  Manual  for  Structural  Design  of  Architectural  Precast 
Concrete — 1977 

Product  Standard  (PS) 

National  Bureau  of  Standards  Washington,  D.C.  20234 
PS  1-74  Construction  and  Industrial  Plywood  (ANSI/PS-1) 

PS  4-66  Standard  Stock  Light  Duty  1%"  and  18A"  Thick  Flush-Type 
Interior  Steel  Doors  and  Frames 
PS  20-70  American  Softwood  Lumber  Standard 
PS  27-70  Mosaic-Parquet  Hardwood  Slat  Flooring 
PS  32-70  Hinged  Interior  Wood  Door  Units 
PS  51-71  Hardwood  and  Decorative  Plywood 

PS  56-73  Structural  Glued  Laminated  Timber  (ANSI  A  190.1)  (ANSI/ 

PS-56) 

PS  57-73  Cellulosic  Fiber  Insulation  Board  (ANSI  A  194.1)  (ANSI/PS- 
57). 

PS  56-73  Basic  Hardboard  (ANSI  A  135.4)  (ANSI/PS-58) 

PS  59-73  Prefinished  Hardboard  Paneling  (ANSI  135.5)  (ANSI/PS-50) 

PS  60-73  Hardboard  Siding  (ANSI  A  135.6)  (ANSI/PS-00) 

Resilient  Floor  Covering  Institute  (RFCI) 

1030 15th  Street,  NW„  Suite  350,  Washington,  D.C.  20005 
Recommended  Installation  Specifications  for  Vinyl  Asbestos,  Solid 
Vinyl  and  Asphalt  Tile  Floorings — 1978 

Safety  Glazing  Certification  Council  (SGCC) 

1640  West  32nd  Avenue,  Hialeah,  Florida  33012 
Certified  Products  Directory — Safety  Glazing  Materials — 1981 

Sheet  Metal  and  Air  Conditioning  Contractors  National  Association,  Inc.  (SMACNA) 

8224  Old  Courthouse  Road,  Vienna,  Virginia  22180 
Duct  Liner  Application  Standard — 1975 
Duct  Sizing  Procedure  Guide — BHCB — 1975 
Fibrous  Glass  Duct  Construction  Standard — 1979 
HVAC  Duct  System  Design  Manual — 1977 
HVAC  Duct  System  Tables  &  Charts  Manual — 1980 
HVAC  Duct  Design  Calculator — 1980 

Low  Pressure  Duct  Construction  Standard  (with  supplements) — 1976 
Load  Calculation  Guide — BHCB — 1975 

Testing,  Balancing  and  Adjusting  of  Environmental  Systpms — 1974 
Southern  California  Association  of  Cabinet  Manufacturers  (SCACM) 

1933  S.  Broadway,  L.  39,  Los  Angeles,  California  90007 
Certified  Construction  Standards  and  Specifications — 1973 

Southern  Forest  Products  Association  (SFPA) 

P.O.  Box  52468,  New  Orleans,  Louisiana  70152 
Technical  Bulletin  #2  Maximum  Span  for  Joists  and  Rafters — 1978 

Steel  Joist  Institute,  Suite  204,  1703  Parham  Road,  Richmond,  Virginia  23229 

Standard  Specifications,  Load  Tables  and  Weight  Tables  for  Steel 
Joists  and  Joist  Girders — 1980 

Structural  Engineers  Association  of  California  (SEAOC) 

171  Second  Street,  San  Francisco,  California  94105 
Recommended  Lateral  Force  Requirements  and  Commentary  for  Struc¬ 
tural  Designs  in  Seismic  Zone  3 — 1973 

Sump  Pump  Manufacturers  Association 

221  North  LaSalle  St.,  Chicago,  Illinois  60601 
1976  Domestic  Sump  Pump  Standards 
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Tile  Council  of  America,  Inc. 

Box  326,  Princeton.  New  Jersey  08540 
Standard  Specifications  for  Ceramic  Tile  (ANSI  A  137.1) — 1980 
Handbook  for  Ceramic  Tile  Installation — 1981 
Underwriters  Laboratories 
333  Pfingsten  Road.  Northbrook.  Illinois  60062 
UL  58-76  Steel  Underground  Tanks  for  Flammable  and  Combustible 
Liquids  (ANSI  B  137.1)  (ANSI/UL  58) 

UL  70-70  Bituminous  Coated  Metal  Septic  Tanks  (ANSI  A  162.1) 

(ANSI/UL  70) 

UL  80-80  Steel  Inside  Tanks  for  Oil-Burner  Fuel  (ANSI  B  110.1)  (ANSI/ 

UL  80) 

UL  127-71  Factory  Built  Fireplaces  (ANSI  A  131.3)  (ANSI/UL  127) 

UL  142-72  Steel  Above  Ground  Tanks  for  Flammable  and  Combusti¬ 
ble  Liquids 

UL  174-79  Household  Electric  Storage  Tank  Water  Heater  (ANSI  C 
33.87)  (ANSI/UL  174) 

UL  181-74  Factory  Made  Air  Duct  Materials  and  Air  Duct  Connectors 
UL  217-80  Single  and  Multiple  Station  Smoke  Detectors 
UL  268-80  Smoke  Detectors  for  Fire  Protective  Signaling  Systems 
UL  296-80  Oil  Burners  (ANSI  Z  96.2)  (ANSI/UL  296) 

UL  465-78  Central  Cooling  8t  Air  Conditioners  (ANSI  B  144.1)  (ANSI/ 

UL  465) 

UI.  484-72  Room  Air  Conditioners  (ANSI/UL  484)  (ANSI  C  33.14) 

UL  559-75  Heat  Pumps  (ANSI  B  191.1)  (ANSI/UL  559) 

UL  726-75  Oil-Fired  Boiler  Assemblies  (ANSI  Z  96.3)  (ANSI/UL  726) 

UL  727-80  Oil-Fired  Central  Furnaces  (ANSI  Z  96.1)  (ANSI/UI.  727) 

UL  729-76  Oil-Fired  Floor  Furnaces  (ANSI  Z  96.4)  (ANSI/UL  729) 

UL  730-78  Oil-Fired  Wall  Furnaces  (ANSI  Z  96.5)  (ANSI/UL  730) 

UL  732-75  Oil-Fired  Storage  Tank  Water  Heaters  (ANSI  Z  95.3)  (ANSI/ 

UL  732) 

UL  737-78  Fireplace  Stoves  (ANSI/UL  737)  (ANSI  A  163.1) 

UL  790-78  Tests  for  Fire  Resistance  of  Roof  Covering  Materials 
UL  1042-79  Electric  Baseboard  Heating  Equipment  (ANSI  C  33.95) 

(ANSI/UL  1042) 

UL  1096-81  Electrical  Central  Air  Heating  Equipment  (ANSI  C  33.104) 

(ANSI/UL  1096) 

UL  1482-79  Heaters,  Solid  Fuel  Type 
Electrical  Applicance  and  Utilization  Equipment  List — 1980 
International  Conference  of  Building  Officials 
5360  S.  Workman  Mill  Road,  Whittier,  California  90601 
Uniform  Building  Code  (UBC) — 1979 
U.S.  Department  of  Agriculture 

Publications  Division,  Office  of  Governmental  Affairs,  14th  & 

Independence  Avenue,  S.W.,  Washington,  D.C.  20050 
Home  and  Garden  Bulletin  #64 — Subterranean  Termites — 1979 
Home  and  Garden  Bulletin  #73 — Wood  Decay  in  Houses — How  to 
Prevent  and  Control  It — 1977  ' 

Agriculture  Handbook  #72 — Wood  Handbook — 1974 
Agriculture  Handbook  #204 — Wood  Floors  for  Dwellings — 1961 
U.S.  Department  of  Army 

HDQA,  DAEN:  MPE-8,  20  Massachusetts  Avenue,  N.W.,  Washing¬ 
ton,  D.C.  20314 

Technical  Manual  TM  5-809-10 — Seismic  Design  for  Buildings — 1973 

United  States  Department  of  Commerce 

Washington,  D.C.  20234 

Standard  FF-1-70  Surface  Flammability  of  Carpets  and  Rugs — 1970 
U.S.  Department  of  Health  and  Human  Services 
300  Independence  Avenue,  S.W.,  Washington,  D.C.  20204 
Public  Health  Sendee  No.  (HRA)  79-14500,  Minimum  Requirements  of 
Construction  and  Equipment  for  Hospitals  and  Medical  Facilities — 

August  1979 

U.S.  Department  of  Housing  and  Urban  Development 
451  7th  Street,  S.W..  Washington.  D.C.  20410 
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Handbooks: 

4075.5  Soil  Sampling  and  Testing  for  Residential  Development — 7/ 
13/73 

4075.6  Criteria  for  Compacted  FilU — 6/l9/73 

4075.7  Slope  Protection  for  Residential  Developments — 5/31/73 

4075.8  Engineering  Soil  Classification  for  Residential  Develop¬ 
ments — 7/16/74 

4135.1  Procedures  for  Approval  of  Single  Family  Proposed  Construc¬ 
tion  Applications  in  New  Subdivisions — 10/2/79 

4145.1  Architectural  Processing  and  Inspections  for  Home  Mortgage 
Insurance — 6/17/80 

4150.1  Valuation  Analysis  for  Home  Mortgage  Insurance — 10/11/79 

4460.1  Architectural  Analysis  and  Inspections,  Section  207 — 8/23/79 

4900.1  Minimum  Property  Standards  for  One-  and  Two-Family 
Dwellings — November  1980 

4905.1  Requirements  for  Existing  Construction — 9/28/79 

4910.1  Minimum  Property  Standards  for  Multifamily  Housing — 1973 
Rev 

4920.1  Minimum  Property  Standards  for  Care  Type  Housing — 1973 
Rev 

4930.1  Manual  of  Acceptable  Practices — 1973  Rev. 

4930.2  Intermediate  Minimum  Property  Standards  Supplement  for 
Solar  Heating  and  Domestic  Hot  Water  Systems — 1977 

4940.1  Minimum  Property  Standards  for  Semi-Private  Swimming 
Pools  and  Wading  Pools — 10/ 5/73 

4940.2  Minimum  Property  Standards  for  Community  Water  Supply 
Systems — 8/2/73 

4940.3  Minimum  Design  Standards  for  Community  Sewerage  Sys¬ 
tems—  12/11/72 

4940.4  Minimum  Design  Standard  for  Rehabilitation — 1973  Rev. 

4950.1  Technical  Suitability  of  Products  Program — Processing  Proce¬ 
dure — 1979  Rev 

4950.2  Design  Criteria  for  Trussed  Rafters — 1/3/73 

Guide  HM-G-7482.2  HUD  Assisted  Housing  Maintenance  Guide  on 
Seamless  Coating  System — 12/13/71 
Use  of  Materials  Bulletins: 

17E  Concrete  Roofing  Tile — 7  17^74 

28A  Mat-Formed  Wood  Particle  Board  for  Floor  Underlayment — 1/ 
26/67 

38H  Grademarking  of  Lumber — 7  '3l/79 

39Labels  of  Independent  Programs  for  Certifying  Aluminum  Win¬ 
dows  and  Sliding  Glass  Doors — 9/15/64 
40B  Grademarking  of  Plywood — 6/5 /75 

44C  HUD/FHA  Standard  for  Carpet  and  Carpet  Certification  Pro¬ 
gram — 2/22/78  (Plus  Addendum  1  &  2) 

48  Labels  of  Independent  Programs  for  Certifying  Pressure-Treated 
Lumber  and  Plywood — 11/15/67  (Plus  5  Supplements) 

52A  Quality  Certification  and  Labelling  for  Wood  Flush  Doors — 10/ 
7/75 

57A  Combination  Subfloor 'Underlayment  Particleboard  for  Factory 
Built  Modular  Housing  Units — 11  '27  '73 
58A  Acrylic  Plastic  Sheets  for  Glazing — 9/2/75 
59A  Labels  Identifying  Independent  Certification  of  Wood  Win¬ 
dows — 7/16/74 

60  Field  Glued  Plywood  &  Wood  Frame  Structural  Floor  Systems — 
12/9/70  (Plus  2  Supplements! 

62A  Factory-Applied  Laminated  Roofing  Systems  Based  on  Chloro- 

sulfonated  Polyethylene  ICSPE) — 11 16/ 72 

64B  Textured  Plywood  Panel  Siding — 8/13/75 

65  Controlled  Density  Cellular  Concrete  Floor  Fill — 10/ll/73 

66A  Plywood  Combination  Subfloor  'Underlayment  Floor  Panels — 

12/6/78 

67  Polycarbonate  Plastic  Sheets  for  Glazing — 9/3/75 

69  Self  Adhering  Vinyl  Asbestos  Floor  Tile — 1.'6/77 

70  Particleboard  Interior  Stair  Treads — 8/16/76 

71  Polystyrene  Foam  Insulation  Sheathing  Board — l/10/77 
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72  HUD  Standard  for  Carpet  Cushion — 2/6/80 

73  Plastic  Bathtubs,  Plastic  Shower  Stalls  and  Receptors,  and  Plastic 
Lavatories — 4/27 17B 

74  Thermal  Insulation,  Urea-Based,  Foamed  in  Place — 10/13/77 

76  Chlorinated  Poly  fVinyl  Chloride)  CPVC  and  Polybutylene  (PB) 

Hot  and  Cold  Water  Distribution  Piping — 4/25/78 

77 A  Cast  Iron  Sanitary  Drainage  System  with  Hubless  Pipe  and 

Fittings— 3/28/80 

78  Polyethylene  (PE),  Acrylonitrile-Butadiene-Styrene  (ABS),  Poly 
(Vinyl  Chloride)  (PVC)  and  Polybutylene  (PB)  Plastic  Piping  and 
Domestic  Cold  Water  Service — 4/25/78 

79  Acrylonitrile-Butadiene-Styrene  (ABS)  and  Poly(Vinyl  Chloride) 

(PVC)  Plastic  Drain,  Waste  and  Vent  Pipe  and  Fittings— 4/25/78 

80  Spray  Applied  Cellulosic  Thermal  Insulation — 10/31/79 
U.S.  Postal  Service 

475  L'Enfant  Plaza,  SW.  Washington.  DC  20024 
U.S.  Postal  Service  Requirements  for  Mail  Boxes  and  Slots  (Domestic 
Mail  Manual,  Sections  155. 156  &  157) — 1979 

Water  Quality  Association 
477  East  Butterfield  Road,  Lombard,  Illinois  60148 
WQA  S-100  Water  Softeners — 1975 
WQA  S-200  Water  Filters— 1973 
Wood  Moulding  and  Millwork  Producers,  Inc. 

P.O.  Box  2578,  Portland,  Oregon  97225 
WM  2-73  Vinyl  Wrapped  Interior  Moulding  and  Millwork 
WM  3-79  Exterior  Wood  Door  Frames 

The  following  standards  are  referenced  in  the  Intermediate  Minimum  Property  Standards  for 
Solar  Heating  and  Domestic  Hot  Water  Systems: 

American  Association  of  State  Highway  and  Transportation  Officials 
341  National  Press  Building,  Washington,  DC  20004 
AASHTO  H22-40  Standard  Specification  for  Highway  Bridges 
American  National  Standards  Institute,  Inc. 

1430  Broadway.  New  York,  New  York  10018 
ANSI  A13.1-75  Scheme  for  the  Identification  of  Piping  Systems 
ANSI  A112.1.2-72  Air  Gaps  in  Plumbing  Systems  (Reaffirmation  and 
redesignation  of  A40  41 

ANSI  B16.18-78  Cast  Bronze  Solder  Joint  Pressure  Fittings 
ANSI  B31 1-80  Piping  and  Piping  Systems — Section,  1  Power  Piping 
ANSI  B96.1-80  Specification  for  Welded  Aluminum-Alloy  Field-Erect¬ 
ed  Storage  Tanks 

ANSI  S2.8-72  Guide  foi  Describing  the  Characteristics  of  Resilient 
Mountings 

ANSI  Z97.1-75  Performance  Specifications  and  Methods  of  Test  for 
Safety  Glazing  Material  Used  in  Buildings 

American  Society  of  Heating,  Refrigerating  and  Air  Conditioning  Engineers,  Inc. 

345  East  47th  Street  New  York,  New  York  10017 
ANSI/ASHRAE  37-78  Method  of  Testing  for  Unitary  Air  Conditioning 
and  Heat  Pump  Equipment 

ANSI/ASHRAE  55-78  |ANSI  B193.1)  Thermal  Environmental  Condi¬ 
tions  for  Human  Occupancy 

ANSI/ASHRAE  93-7^  (ANSI  B  198.1)  Methods  of  Testing  Solar  Collec¬ 
tors  Based  on  Thermal  Performance 
ANSI/ASHRAE  94-77  i  A.NSI  B  199.1)  Method  of  Testing  Thermal 
Storage  Devices  Based  on  Thermal  Performance 

Air-Conditioning  and  Refrigeration  Institute 

1815  North  Fort  Myer  Drive,  Arlington,  Virginia  22209 
ARI  Standard  260-75  Standard  for  Application,  Installation,  and  Serv¬ 
icing  of  Unitary  Systems 

ARI  Standard  410-72  Forced  Circulation  Air-Cooling  and  Air-Heating 
Coils 

ARI  Standard  760.80  Standard  for  Solenoid  Valves  for  Use  with  Vola¬ 
tile  Refrigerants  and  Water 

American  Society  of  Mechanical  Engineers,  Inc. 

345  East  47th  Street  New  York,  New  York  10017 
ASME  SA-53-80  Boiler  and  Pressure  Vessel  Code,  Section  VIII 
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American  Society  of  Sanitary  Engineers,  Inc. 

P.O.  Box  9712,  Bay  Village,  Ohio  44140 
ASSE  1012-78  Performance  Requirements  for  Backflow  Preventers 
with  Intermediate  Atmospheric  Vent 
ASSE  1013-80  Performance  Requirements  for  Reduced  Pressure  Princi¬ 
ple  Back  Pressure  Backflow  Preventers 
ASSE  1015-80  Performance  Requirements  for  Double  Check  Value 
Type  Back  Pressure  Backflow  Preventers 

American  Society  for  Testing  and  Materials  v 

1916  Race  Street,  Philadelphia,  Pennsylvania  19103 
ASTM  D661-75  Evaluating  Degree  of  Resistance  to  Cracking  of  Exteri¬ 
or  Paints 

ASTM  D714-74  Evaluating  Degree  of  Blistering  of  Paints 
ASTM  D772-75  Evaluating  Degree  of  Flaking  (Scaling)  of  Exterior 
Paint 

ASTM  D882-75  Recommended  Practice  for  Operating  Light-and 
Water-Exposure  Apparatus  (Carbon-Arc  Type)  for  Testing  Paint, 

Varnish,  Lacquer,  and  Related  Products 
ASTM  D1308-78  Test  for  Effect  of  Household  Chemical  on  Clear  and 
Pigmented  Organic  Finishes 

ASTM  D2247-73  Testing  Coated  Metal  Specimens  at  100  Percent  Rela¬ 
tive  Humidity 

ASTM  D2570-73  Simulated  Service  Corrosion  Testing  of  Engine  Cool-  V 

ants 

ASTM  D2776-78  Tests  for  Corrosivity  of  Water  in  the  Absence  of  .  * 

Heat  Transfer  (Electrical  Methods)  -  ; 

•ASTM  G 46-76  Recommended  Practice  for  Examination  and  Evalua- 
tion  of  Pitting  Corrosion 

ANSI/ ASTM  C739-77  Cellulosic  Fiber  (Wood-Base)  Loose-Fill  Insula¬ 
tion  Section  10.4,  Flame  Resistance  Permanency 
ANSI/ASTM  D471-79  Test  for  Rubber  Property — Effects  of  Liquids 
ANSI/ ASTM  D660-44  Evaluating  Degree  of  Resistance  to  Checking  of 
Exterior  Paints 

ANSI/ASTM  D750-68  Recommended  Practice  for  Rubber  Deteriora¬ 
tion  in  Carbon-Arc  or  Weathering  Apparatus 
ANSI/ASTM  D1081-60  Test  for  Evaluating  Rubber  Property — Sealing 
Pressure 

ANSI/ASTM  D1149-78  Test  for  Accelerated  Ozone  Cracking  of  Vul¬ 
canized  Rubber  , 

ANSI/ASTM  Dl 384-71  Corrosion  Test  for  Engine  Coolants  in  Glass¬ 
ware 

ANSI/ASTM  E424-71  Test  for  Solar  Energy  Transmittance  and  Reflec-  t 

tance  (Terrestrial)  of  Sheet  Materials 
ANSI/ASTM  F146-80  Test  for  Fluid  Resistance  of  Gasket  Materials 
ANSI/ASTM  Gl-72  Recommended  Practice  for  Preparing,  Cleaning 
and  Evaluating  Corrosion  Test  Specimens 
ANSI/ASTM  G16-71  Recommended  Practice  for  Applying  Statistics  to 
Analysis  of  Corrosion  Data 

American  Water  Works  Association 

6666  W.  Quincy  Avenue,  Denver,  Colorado  80235 
AWWA  C506-78  Backflow  Prevention  Devices-Reduced  Pressure 
Principle  and  Double  Check  Valve  Types  . 

AWWA  D100-79  Steel  Tanks — Standpipes,  Reservoirs  and  Elevated 
Tanks  for  Water  Storage 

ANSI/ AWWA  D102-78  Painting  and  Repainting  Steel  Tanks,  Stand¬ 
pipes,  Reservoirs,  and  Elevated  Tanks  for  Water  Storage 

Federal  Specifications 

Naval  Publication  and  Forms  Center,  5801  Tabor  Road,  Philadelphia, 

PA  19120 

FS-TT-P-95  C(l)-77  Paint,  Rubber:  For  Swimming  Pools  and  Other 
Concrete  and  Masonry  Surfaces 

FS-TT-S-1543(a)-71  Sealing  Compound:  Silicone  Rubber  Based  (For 
Caulking,  Sealing,  and  Glazing  in  Buildings  and  Other  Structures) 

FS-WW-U-516B-74  Unions,  Brass  and  Bronze,  Threaded  Pipe  Con¬ 
nections  and  Solder-Joint  Tube  Connections 
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FS-WW-U-531E-76  Unions,  Pipe,  Steel  or  Malleable  Iron;  Threaded 
Connection,  150  lbs  and  250  lbs 
FS-WW-V-35B(l}-75  Valve,  Ball 

International  Association  of  Plumbing  and  Mechanical  Officials 

5032  Alhambra  Avenue,  Los  Angeles,  California  90032 
IAPMO  PS  31-37  Specification  for  Backflow  Prevention  Devices 
IAPMO  PS1-74  Prefabricated  Concrete  Specific  Tanks 
Military  Specifications 

Naval  Publication  and  Forms  Center  5801  Tabor  Road,  Philadelphia, 

PA  19120 

MIL-T-52777  February  21,  1974  Military  Specifications  for  Tanks; 

Storage,  Underground,  Glass  Fiber  Reinforced  Plastic 

National  Fire  Protection  Association 

470  Atlantic  Avenue,  Boston,  Massachusetts  02210 
NFPA  89M-76  Clearances  for  Heat  Producing  Appliances 
NFPA  321-76  Basic  Classification  of  Flammable  and  Combustible  Liq¬ 
uids 

ANSI/NFPA  30-78  (ANSI  Z  288.1)  Flammable  and  Combustible  Liq¬ 
uids  Code 

Society  of  Automotive  Engineers,  Inc. 

400  Commonwealth  Drive,  Warrenton,  PA  15096 
SAE  J447A  Prevention  of  Corrosion  of  Metals 
SAE  J20E  Coolant  System  Hoses 
Underwriters  Laboratories 
333  Pfingsten  Road,  Northbrook,  Illinois  60062 
ANSI/UL  296-80  (ANSI  Z  96.2)  Standard  for  Oil  Burners 
ANSI/UL  573-72  lANSI  C33.12)  Standard  for  Electric  Space-Heating 
Equipment 

ANSI/UL  900-71  (ANSI  B124.1)  Safety  Standard  for  Air  Filter  Units 
National  Academy  of  Science 

Academy  Press,  2101  Constitution  Avenue,  NW„  Washington,  DC 
20418 

Water  Quality  Criteria  1972,  National  Academy  of  Science  and  Nation¬ 
al  Academy  of  Engineering 
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CFR  Citation 

An  extension  is  granted  for  all  standards  listed  below  until  June  1,  1981  to  complete  the 
review  process  under  1  CFR  51.13. 

Aluminum  Association,  (AA) 

818  Connecticut  Ave..  N  W ,  Washington.  DC  20006 

AA-1971,  Aluminum  Construction  Manual,  Specifications  for  Alumi-  3280.304(b)(1) 
num  Structures. 

American  Institute  of  Steel  Construction,  (AISC) 

1221  Avenue  of  the  Americas,  New  York,  New  York  10020 
AISC-1973.  Specification  for  the  Design,  Fabrication,  and  Erection  of  3280.304(b)(1) 
Structural  Steel  for  Buildings,  with  Supplements  1,  2  and  3. 

Also  available  From:  Steel  Joist  Institute,  1703  Parthem  Road,  Suite 
204,  Richmond,  VA  23229 

AISC-1973,  Standard  Specifications  for  Open  Web  Steel  Joists,  J-  and  3280.304(b)(1) 
H-Series. 

American  Iron  and  Steel  Institute  (AISI) 

1000  16th  Street,  N  W  .  Washington,  D.C.  20036 
AISI-1968,  Specification  for  the  Design  of  Cold-formed  Steel  Structural  3280.304(b)(1) 
Members,  with  Supplement  1. 

AISI-1972,  Specification  for  the  Design  of  Light-Gage  Cold-formed  3280.304(b)(1) 
Stainless  Steel  Structural  Members. 

AISI-1973,  Criteria  for  Structural  Applications  of  Steel  Cables  for  3280.304(b)(1) 
Buildings. 

American  Institute  of  Timber  Construction  (AITC) 

333  W.  Hampden  Avenue,  Englewood,  Colorado  80110 
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AITC-l 00-1972,  Timber  Construction  Standards . 

CFR  Citation 

3280.304(b)(1) 

A1TC  200-1973,  Timber,  Structural  Glued  Laminated — Inspection . 

3280.304(b)(1) 

American  National  Standards  Institute  (ANSI) 

1430  Broadway,  New  York,  New  York  10017 

ANSI-A95.1-1974,  Installation  of  Oil  Burning  Equipment . 

3280.703 

ANSI-A58.1-1972,  Unclassified:  Building  Code  requirements  for  Mini- 

3280.304(b)(1) 

mum  Design  Loads  in  Buildings  and  other  Structures. 

ANSI-A112.5.1-1971,  Cast  Iron  Soil  Pipings  and  Fittings . 

3280.604(a) 

ANSI-A112.14.1-1975,  Backflow  Prevention  Devices . 

3280.604(a) 

ANSI-A112.19.1-1973,  Enameled  Cast  Iron  Plumbing . 

3280.604(a) 

ANSI  A112.19.2-1973,  Vitreous  China  Plumbing  Fixtures . 

3280.604(a) 

ANSI-A131.1-1971,  Factory-built  Chimneys . 

3280.703 

ANSI  A131.2  1973,  Gas  Vents . 

3280.703 

ANSI-A131.3-1971,  Factory-built  Fireplaces . 

3280.703 

ANSI-A147.1-1969,  Liquid  Fuel-burning  Heating  Appliances  for  Mobile 

3280.703 

Homes  and  Travel  Trailers.  1 

ANSI-A200.1-1974,  Wood  window  units . 

3280.304(b)(1) 

ANSI-B2.1-1968,  Pipe  Threads  (except  dry  seal) . 

3280.604(a);  3280.703;  t 

3280.705(e) 

ANSI-B16.3-1971,  Malleable  Iron  Screwed  Fittings . 

3280.604(a) 

ANSI-B16.4-1971,  Cast  Iron  Screwed  Fittings . 

3280.604(a) 

ANSI-B16.15-1971,  Cast  Bronze  Threaded  Fittings  150  and  300  pound.... 

3280.604(a) 

ANSI-B16.18-1972,  Cast  Brass  Solder-joint  Pressure  Fittings . 

3280.604(a) 

ANSI-B16.22-1973,  Wrought  Copper  and  Bronze  Solder-joint  Pressure 

3280.604(a) 

Fittings. 

ANSI-B1 6.23-1 969,  Cast  Bronze  Solder-joint  Drainage  Fittings,  DWV .... 

3280.604(a) 

ANSI-B16.26-1967,  Cast  Bronze  Fittings  for  Flared  Copper  Tubes . 

3280.604(a) 

AN SI-Bl 6.29-1966,  Wrought  Copper  and  Wrought  Copper  Alloy 

3280.604(a) 

Solder-joint  Drainage  Fittings. 

ANSI-B36.2-1969,  Welded  Wrought  Iron  Pipe . 

3280.604(a) 

ANSI-B36.10-1970,  Wrought  Steel  and  Wrought  Iron  Pipe . 

3280.604(a);  3280.703; 

ANSI-B125.1-1972,  Welded  and  Seamless  Steel  Pipe . 

3280.705(b)(1) 

3280.604(a) 

C72.1-1972,  Household  Automatic  Electric  Storage  Type  Water  Heat- 

3280.707(d) 

ANSI-H23. 1-1973.  Seamless  Copper  Water  Tube . 

3280.604(a) 

ANSI-H23.4-1973,  Wrought  Seamless  Copper  and  Copper  Alloy  Tube... 

3280.604(a) 

ANSI-H23. 6-1973,  Copper  Drainage  Tube  (DWV) . 

3280.604(a) 

ANSI-H26.1-1973,  Seamless  Copper,  Pipe,  Standard  Sizes . 

3280.604(a) 

ANSI-H27.1-1973,  Seamless  Red  Brass  Pipe,  Standard  Sizes . 

3280.604(a) 

ANSI-Z21 .1-1972  with  addenda  la-1974,  Household  Cooking  Gas  Ap- 

3280.703 

pliances. 

' 

ANSI-Z21.5.1-1972  with  addenda  la-1973  and  lb-1974,  Gas  Clothes 

3280.703 

Dryers. 

ANSI-Z21. 10.1-1974;  Z21.10.1a-1975,  Automatic  Storage  Type  Water 

3280.703; 

Heaters  with  Input  Less  than  75,000  Btu/h. 

3280.707(d)(2) 

ANSI-Z21. 15-1974,  Manually  Operated  Gas  Valves . 

3280.703 

ANSI-Z21. 19-1971  with  addenda  19a-1972  and  19b-1973,  Refrigerators 

3280.703 

1  Using  Gas  Fuel. 

ANSI-Z21.20-1971  with  addenda  20a-1972  and  20b-1974,  Automatic 

3280.703 

Gas  Ignition  Systems  and  Components. 

ANS1-Z21. 21-1974,  Automatic  Valves  for  Gas  Appliances . 

3280.703 

ANSI-Z21 .22-1971  with  addenda  22a-1972  and  22b-1974,  Relief  Valves 

3280.703 

I  and  Automatic  Gas  Shutoff  Devices  for  Hot  Water  Supply  Systems. 

ANSI-Z21 .23-1971  with  addenda  23a-1972  and  23b-1974,  Gas  Appli- 

3280.703 

ance  Thermostats. 

ANSI-Z21. 24-1973,  Metal  Connectors  for  Gas  Appliances . 

3280.702(a)(17);  3280.703 

ANSI-Z21 .40.1-1973  with  addenda  lb-1974,  Gas-Fired  Absorption 

3280.703; 

Summer  Air  Conditioning  Appliances. 

3280.714(a)(2) 

ANSI-Z21 .44-1973  with  addenda  44a-'l974  and  44b-1975,  Gas-Fired 

3280.703 

1  Gravity  and  Fan-Type  Sea'^d  Combustion  System  Wall  Furnaces. 

I  ANSI-Z21 .47-1973  with  addenda  47a-1974,  Gas-Fired  Gravity  and 

3280.703 

1  Forced  Air  Central  Furnaces. 

I  ANS1-Z34.1-1947,  American  National  Standard  Practice  for  Certifica- 

3280.403(i) 

tion  Procedures. 

i 
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ANSI-Z97.1-1972,  Performance  Specifications  and  Methods  of  Test  for  3280.403(i);  3280.114; 
Safety  Glazing  Material  Used  in  Buildings.  3280.304(b)(1); 

3280.403(b)(3)(i); 

3280.604(a); 

3280.607(b)(3)(iii) 

ANSI-A106.1-1974,  Storage  and  Handling  of  Liquefied  Petroleum  Gas...  3280.703;  3280.704(b) 

ANSI-Z124.1-1974,  Plastic  Bathtub  Units .  3280.604(a) 

ANS1-Z124.2-1967,  Gal-coated  Glass-fiber  Reinforced  Polyester  Resin  3280.604(a) 

Shower  Receptor  and  Shower  Stall  Units. 

ANSI-Z223.1-1974,  Installation  of  Gas  Appliances,  Gas  Piping  in  Build-  3280.703 
ings. 

American  Plywood  Association,  APA 
1119  A  Street,  Tacoma,  Washington  98401 


APA-1974,  Design  Specifications  for  Plywood-Lumber  Components .  3280.304(b)(1) 

APA-1975,  Fabrication  Specifications  of  Plywood-Lumber  Components  3280.304(b)(1) 

APA-1975,  Plywood  Residential  Construction  Guide .  3280.304(b)(1) 

APA-124-1974,  All  Plywood  Beams  for  Mobile  Homes .  3280.304(b)(1) 

Air  Conditioning  and  Refrigeration  Institute,  ARI 
1815  Ft.  Myer  Drive,  Arlington,  VA  22209 

Standard  for  Unitary  Air  Conditioning  Equipment,  210-74 .  3280.714(a)(1) 

Standard  for  Unitary  Heat  Pumps,  240-74  .  3280.714(a)(l)(ii) 

American  Society  of  Heating,  Refrigeration  and  Air-Conditioning  Engineers  (ASHRAE) 
345  East  47th  Street,  New  York,  New  York  10017 
ASHRAE,  1972,  Handbook  of  Fundamentals .  3280.508 


American  Society  of  Mechanical  Engineers  (ASME) 

345  East  47th  Street,  New  York,  New  York  10017 
ASME  Boiler  and  Pressure  Vessel  Code,  Section  VIII,  Division  1,  3280.704(b)(2) 
“Rules  for  Construction  of  Unfired  Pressure  Vessels". 

American  Society  for  Testing  and  Materials  (ASTM) 

1916  Race  Street,  Philadelphia,  Pennsylvania  19103 


A53-1972a,  Welded  and  Seamless  Steel  Pipe .  3280.604(a) 

A72-1968,  Welded  Wrought  Iron  Pipe .  3280.604(a) 

A74-1972,  Cast  Iron  Soil  Piping  and  Fittings .  3280.604(a) 

A120-1972a,  Black  and  Hot  dipped  Zinc-coated  (galvanized)  Welded  3280.604(a);  3280.703 
and  Seamless  Steel  Pipe. 

A539-1973,  Electric-Resistance  Welded  Coiled  Steel  Tubing  for  Gas  3280.703; 
and  Fuel  Oil  Lines.  3280.705(b)(4); 

3280.705(b)(3); 

3280.706(b)(3) 

B42-1972,  Seamless  Copper  Pipe,  Standard  Sizes .  3280.604(a);  3280.703 

B4 3-1966,  Standard  Sizes  and  Specifications  for  Seamless  Red  Brass  3280.705(b)(1) 

Pipe. 

B-43-1972,  Seamless  Red  Brass  Pipe,  Standard  Sizes .  3280.604(a) 

B88-1972,  Seamless  Copper  Water  Tube .  3280.604(a);  3280.703; 

3280.705(b)(3); 

3280.706(b)(3) 

B251-1971,  Wrought  Seamless  Copper  and  Copper  Alloy  Tube .  3280.604(a);  3280.703 

B280-1973,  Seamless  Copper  Tube  for  Air  Conditioning  and  Refrigera-  3280.703; 
tion  Field  Service.  3280.705(b)(3); 

3280.706(b)(3) 

B306-1973,  Copper  Drainage  Tube  (DWV) .  3280.604(a) 

C36-80,  Gypsum  Wallboard . . . . . . .  3280.304(b)(1) 

C564-1970,  Rubber  Gaskets  for  Cast  Iron  Soil  Pipe  Fittings .  3280  604(a); 

3280.611(d) 

D781-1968,  Puncture  and  Stiffness  of  Paperboard,  Corrogated  and  328p.305(g)(4) 

Solid  Fiberboard.  — 

D2261-1973,  ABS  Plastic  Drain,  Waste,  and  Vent  Pipe  and  Fittings .  3280.604(a) 

D2662-1973,  Polybutylene  (PB)  Plastic  Pipe  (SDR-PR) .  3280.604(a) 

D2235-1973,  Solvent  Cement  for  ABS  Plastic  Pipe  and  Fittings .  3280.604(a) 

D2564-1973,  Solvent  Cement  for  PVC  Plastic  Pipe  and  Fittings .  3280.604(a) 

D2665-1973,  PVC  Plastic  Drain,  Waste,  and  Vent  Pipe  and  Fittings .  3280.604(a) 


D2846-1973,  Chlorinated  poly  (vinyl/chloride)  (CPVC)  Plastic  Hot  3280.604(a) 
Water  Distribution  Systems. 

D3110-1972,  Standard  Specification  for  ADHESIVES  Used  in  Nonstruc-  3280.403(b)(l)(i) 
tural  Glued  Lumber  Products. 

D3309-1974,  Polybutylene  (PB)  Plastic  Hot  Water  Distribution  Systems.  3280.604(a) 
E-84-197 7,  Standard  Method  of  Test  for  Surface  Burning  Characteris-  3280.203(a) 
tics  of  Building  Materials. 
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E162-1976,  Standard  Method  of  Test  for  Surface  Flammability  of  Mate-  3280.203(a)(4); 

rials  Using  a  Radiant  Heat  Energy  Source.  3280.203(b) 

E283-1973,  Standard  Method  of  Test  for  Rate  of  Air  Leakage  Through  3280.403(c)(3); 

Exterior  Windows,  Curtain  Walls,  and  Doors.  3280.405(e)(2)(iii) 

E330-1979,  Standard  Method  of  Test  for  Structural  Performance  of  3280.403(c)(2); 
Exterior  Windows.  Curtain  Walls,  and  Doors  Under  the  Influence  of  3280.405(e)(2)(H); 
Wind  Loads.  3280.405(e)(2)(i) 

E331-1970,  Standard  Method  of  Test  for  Water  Penetration  of  Exterior  3280.405(e)(2)(iv) 
Windows,  Curtain  Walls,  and  Doors  by  Uniform  Static  Air  Pressure 
Difference. 

E547-1975,  Standard  Method  of  Test  for  Water  Penetration  of  Exterior  3280.403(c)(4) 
Windows,  Curtain  Walls  and  Doors  by  Cyclic  Static  Air  Pressure 


Differential. 

Cultured  Marble  Institute  (CMI) 

230  North  Michigan  Avenue.  Chicago,  111.  60601 

CMI-LS-1-1975,  Cultured  Marble  Lavatory .  3280.604(a) 

Commercial  Standards  (CS) 

National  Bureau  of  Standards 
Washington,  DC  20234 

CS-1 38-1955,  Insect  Wire  Screening .  3280.403(e)(2) 

CS-236-1966,  Mat-formed  Wood  Particleboard . . .  3280.304(b)(1) 

CS-243-1962,  Stainless  Steel  Plumbing  Fixtures-Residential  Use .  3280.604(a) 


CS-248-1964,  Vinyl-coated  Glass  Fiber  Insect  Screening  and  Louver  3280.403(e)(2) 
Cloth. 

Federal  Specification  (FS) 

General  Services  Administration,  Specifications  Branch,  Building 
197,  Washington  Navy  Yard,  Washington,  D.C.  20407 
L-P-320-B-1973,  PVC  Plastic  Drain,  Waste,  and  Vent  Pipe  and  Fittings.  3280.604(a) 
L-P-322B-1973,  ABS  Plastic  Drain,  Waste,  and  Vent  Pipe  and  Fittings...  3280.604(a) 

L-S-125A,  Screening,  Insect,  Non-metallic .  3280.403(e)(2) 

DD-G-1403A,  Glass,  Plate  (Float),  Sheet,  Figured,  and  Spandrel  (Heat  3280.403(b)(3) 
Strengthened  and  Fully  Tempered). 

FF-N-105B,  Nails,  Brads,  Staples  and  Spikes,  Wire,  Cut  and  Wrought ...  3280.304(b)(1) 
HH-C-536  A-1954  or  TT-F-1536A,  Plumbing  Fixture  Setting  Com-  3280.604(a) 
pound. 


QQ-S-781H,  Strapping,  Steel,  and  Seals .  3280.306(g)(2) 

WW-N-351B(1),  Pipe,  Nipples,  Threaded . . .  3280.604(a) 

WW-P-377D-1962,  Seamless  Copper  Pipe,  Standard  Sizes .  3280.703 

WW-P-401D-1969,  Cast  Iron,  Soil  Piping  and  Fittings .  3280.604(a) 

WW-P-406D-1973,  Black  and  Hot  Dipped  Zinc-coated  (galvanized)  3280.703 
Welded  and  Seamless  Steel  Pipe  for  Ordinary  Uses. 

WW-P-541D-1971,  Plumbing  Fixtures  for  Land  Use .  3280.604(a) 

WW-V-54D-1973,  Valve,  Bronze,  Gate  125 — 150  and  200  pound .  3280.604(a) 

WW-V-58B-1971,  Valve,  Cast  Iron  Gate,  Threaded  and  Flanged .  3280.604(a) 

ZZ-R-765B,  Rubber  Silicone . . . . .  3280.611(d) 


DD-G-451D-1968,  Glass,  Float  or  Plate,  Sheet,  Figured  (flat,  for  glaz-  3280.403(b)(3)(iii) 


ing,  mirrors  and  other  uses. 

Gas  Appliance  Laboratory,  (GAL) 

3138  East  Olumpic  Blvd.,  Los  Angeles,  CA  90023 

Standard  for  Fireplace  Stoves  for  Installation  in  Mobile  Structures .  3280.703 

Hardwood  Plywood  Manufacturers  Association  (HPMA) 

Box  6246,  Arlington,  Va.  22206 

HPMA-SG-1971,  Structural  Design  Guide  for  Hardwood  Plywood .  3280.304(b)(1) 

HUD-FHA  Use  of  Materials  Bulletin 


Department  of  Housing  and  Urban  Development,  Washington,  D.C. 

20410 

HUD-FHA  Use  of  Materials  Bulletin-UM-25d,  Application  and  Fasten-  3280.304(b)(1) 
ing  Schedule;  Power  Driven,  Mechanically  Driven  and  Manually 
Driven  Fasteners. 

International  Association  of  Plumbing  and  Mechanical  Officials  (IAPMO) 


5032  Alhambra  Avenue,  Los  Angeles,  California  90032 

PS-2-1966,  Cast  Brass  and  Tubing  P-Traps .  3280.604(a) 

PS-4-1966,  Drains  for  Prefabricated  and  Precast  Showers .  3280.604(a) 

PS-5-1966,  Special  Cast  Iron  Fittings . . .  3280.604(a) 

PS-5-1967,  Formed  Metal  Porcelain-Enameled  Sanitaryware .  3280.604(a) 

PS-9-1966,  Diversion  Tees  and  Twin  Waste  Elbow .  3280.604(a) 

PS-14-1971,  Flexible  Copper  Water  Connectors .  3280.604(a) 
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PS-17-1971,  ABS  Plastic  Drain,  Waste  and  Vent  Pipe  and  Fittings .  3280.604(a) 

PS-18-1973,  Cultured  Marble  Lavatory .  3280.604(a) 

PS-23-1968,  Dishwater  Drain  Airgaps - -  3280.604(a) 

PS-27-1969,  PVC  Plastic  Drain,  Waste,  and  Vent  Pipe  and  Fittings .........  3280.604(a) 

PS-31-1971,  Backflow  Prevention  Devices . . .  3280.604(a) 

TSC-9-1972,  Coated  Flexible  Metal  Gas  Connectors  for  Exterior  Use ....  3280.604(a) 

TSC-22-1972,  Porcelain  Enameled  Formed  Steel  Plumbing  Fixture .  3280.604(a) 

Military  Specifications  (MIL) 


Naval  Publications  Information  Center,  5801  Tabor  Rd.,  Philadel¬ 
phia,  PA.  19120 

MIL-L-10547,  Liners,  Case,  and  Sheet,  Overwrap;  Water-Vaporproof  3280.611(d) 
or  Waterproof,  Flexible. 

National  Fire  Protection  Association  (NFPA) 

470  Atlantic  Avenue,  Boston,  Mass.  02110 


NFPA-31-1974,  Installation  of  Oil  Burning  Equipment . .  3280.703 

NFPA-54-1974,  Installation  of  Gas  Appliances,  Gas  Piping  in  Buildings  3280.703 

NFPA-58-1974,  Storage  and  Handling  of  Liquefied  Petroleum  Gas - ...  3280.703; 

3280.704(b)(5) 

NFPA-70-1975,  National  Electrical  Code . .  3280.801(b); 


3280.808(a) 

NFPA-90B-1973,  Resident  Type  Warm  Air  Heating  and  Air  Condition-  3280.703 
ing. 

National  Forest  Products  Association  (N)FPA 
1619  Massachusetts  Avenue,  N.W.,  Washington,  D.C.  20036 


Structural  Design  Data — Wood  (N)FPA-1970  .  3280.304(b)(1) 

Span  Tables  for  Joists  and  Rafters  (PS  20-70)  (N)FPA-1973 .  3280.304(b)(1) 

Stress  Grade  Lumber  and  its  Fastenings  National  Design  Specifica-  3280.304(b)(1) 
tions  for  (and  supplement)  (NJFPA-1973. 

Working  Stresses  for  Joists  and  Rafters  (N)FPA-1974  .  3280.304(b)(1) 

National  Particleboard  Association  (NPA) 

2306  Perkins  Place,  Silver  Spring,  Md.  20910 

NPA-1-1973,  Particleboard  for  Mobile  Home  Decking . . .  3280.304(b)(1) 

National  Sanitation  Foundation  (NSF) 

3475  Plymouth  Road,  Ann  Arbor,  Michigan 

NSF-4-1967,  Commercial  Cooking  and  Warming  Equipment - -  3280.703 

NSF-5-1959,  Hot  Water  Generating  Equipment  for  Food  Establish-  3280.703 
ments  Using  Spray  Type  Dishwashers. 

NSF-14-1970,  ABS  Plastic  Drain,  Waste,  and  Vent  Pipe  and  Fittings _  3280.604(a) 

NSF-14-1970,  PVC  Plastic  Drain,  Waste,  and  Vent  Pipe  and  Fittings _  3280.604(a) 

NSF-14-1970,  Solvent  Cement  for  ABS  Plastic  Pipe  and  Fittings ...... _  3280.604(a) 

NSF-14-1970,  Solvent  Cement  for  PVC  Plastic  Pipe  and  Fittings _ _  3280.604(a) 

NSF-14-1970,  Chlorinated  Poly  (vinyl/chloride)  (CPVC)  Plastic  Hot  3280.604(a) 
Water  Distribution  Systems. 

NSF-24-1972,  Stainless  Steel  Plumbing  Fixtures — Residential  Use .  3280.604(a) 

NSF-24-1972,  Anti-siphon  Trap  Vent  Device .  3280.604(a) 

NSF-24-1972,  Drains  for  Prefabricated  and  Precast  Showers . . .  3280.604(a) 


NSF-24-1972,  Performance  Specifications  and  Methods  of  Test  for  3280.604(a) 
Safety  Glazing. 

National  Woodwork  Manufacturers  Association  (NWMA) 


40  West  Madison  Street,  Chicago,  Illinois  60606 

NWMA  I.S.  1-1974,  Wood  Flush  Doors  (interior,  exterior) .  3280.304(b)(1) 

NWMA  I.S.  2-1973,  Wood  Window  Units .  3280.304(b)(1) 

NWMA  I.S.  3-1970,  Wood  Patio  Doors . . . 3280.304{bMl) 


NWMA  I.S.  4-1970,  Water  Repellent  Preservative  Treating  for  Mill-  3280.604(b)(1) 
work. 

Product  Standards  (PS) 

Standards  marked  with  asterisk  (')  are  available  from:  U.S.  Govern¬ 
ment  Printing  Office,  Washington,  D.C.  20402 

Other  standards  are  available  from;  National  Bureau  of  Standards. 


Washington,  D.C.  20234 

PS-1-1974,  'Construction  and  Industrial  Plywood . — .  3280.304(b)(1) 

PS-51-1971,  Hardwood  and  Decorative  Plywood .  3280.304(b)(1) 

PS-56-1973,  Structural  Glued  Laminated  Timber .  3280.304(b)(1) 

PS-58-1973,  'Basic  Hardwood . - .  3280.304(b)(1) 

PS-59-1973,  'Prefinished  Hardboard  Paneling . .  3280.304(b)(1) 


PS-60-1973,  'Hardboard  Siding. . . . .  3280.304(a) 
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Protection 

CFR  Citation 

Society  of  Automotive  Engineers  (SAE) 

400  Commonwealth  Drive,  Warrendale,  Pa.  15096 
SAE-J533a.  Flares  for  Tubing . . .  3280.705(f)(1)  and  (2) 

Truss  Plate  Institute  (TPI) 

Suite  200,  "100  Baltimore  Avenue,  College  Park,  Md.  20740 
TP1-1972.  Span  Tables  for  Light  Metal  Plate  Connected  Wooden  Truss-  3280.304(b)(1) 

es. 

TPI-1974.  Design  Specifications  for  Light  Metal  Plate  Connected  Wood  3280.304(b)(1) 
Trusses. 

Underwriters’  Laboratories,  Inc.  (UL) 

207  East  Ohio  Street,  Chicago,  Illinois  60611 
UL-94-1974,  Tests  for  Flammability  of  Plastic  Materials  for  Parts  in  3280.703; 

Devices  and  Appliances.  3280.715(e)(1) 

UL-103-1971  Factory-built  Chimneys .  3280.703 

UL-109-1972,  Tube  Fittings  for  Flammable  and  Combustible  Fluids  and  3280.703 
Refrigeration  Sendee. 

UL-127-1971.  Factory-built  Fireplaces .  3280.703 

UL-167-1974,  Smoke  Detectors,  Combustion  Products  Type  for  Fire  3280.208(c) 

Protective  Signaling  Systems. 

UL-1 68-1971.  Smoke  Detectors,  Photoelectric  Type,  for  Fire  Protective  3280.208(c) 

Signaling  Systems. 

lfL-181-1972,  Factory-made  Air  Duct  Materials  and  Air  Duct  Connec-  3280.715(e) 
tors. 

UL-214-1971,  Flame  Tests  of  Flame-resistant  Fabrics .  3280.703  „ 

UL-307a-1969,  Liquid  Fuel-burning  Heating  Appliances  for  Mobile  3280.703 
Homes  and  Travel  Trailers.  __ 

UL-307(b)-1965,  Gas-heating  Appliances  for  Mobile  Homes  and  Travel  3280.703 
Trailers. 


UL-31 1-1971,  Roof  Jacks  for  Trailer  Coaches .  3280.703 

UL-441-1973,  Gas  Vents .  3280.703 

UL-465-1975,  Air  Conditioners,  Central  Cooling .  3280.703 

UL-559-1975,  Heat  Pumps .  3280.703 

UI.-569-1973,  Pigtails,  Expansion  Coils,  and  Flexible  Hose  Connectors  3280.703 
for  Liquefied  Petroleum  Gas. 

UL-1025-1973.  Electric  Air  Heater .  3280.703 

UL-1042-1972.  Electric  Baseboard  Heating  Equipment .  3280.703 

UL-1096-1973,  Electric  Central  Air,  Heating  Equipment .  3280.703 

Group  5,  “Classification  of  Comparative  Life  Hazards  of  Various  3280.714(a)(l)(ii); 
Chemicals”.  3280.714(a)(3) 


27  CFR  Chapter  I — BUREAU  OF  ALCOHOL,  TOBACCO  AND  FIREARMS, 
DEPARTMENT  OF  THE  TREASURY 

CFR  Citation 

American  Institute  of  Homeopathy 

"297-8H  Lee  Highway.  Falls  Church,  VA  22042 
The  Homeopathic  Pharmacopoeia  of  the  United  States,  Volume  I,  8th  197.3(b);  197.5; 
Edition.  1979.  197.96;  197.109 

American  Society  of  Brewing  Chemists 
3340  Pilot  Knob  Road,  St.  Paul,  MN  55121 
Methods  of  Analysis  of  the  American  Society  of  Brewing  Chemists,  7th  245.135 
Edition.  1976. 

American  Society  for  Testing  and  Materials  (ASTM) 

1916  Race  Street.  Philadelphia,  PA  19103 
ASTM  D86-78  Standard  Specification  for  Distillation  of  Petroleum  212.81 
Products. 


ASTM  D836-7?  Standard  Specification  for  Industrial  Grade  Benzene..:..  212.69 

ASTM  Dll 53-77  Standard  Specification  for  Methyl  Isobutyl  Ketone .  212.83 

ASTM  Dl655-80a  Standard  Specification  for  Aviation  Turbine  Fuels .  212.81 

ASTM  D3127-77  Standard  Specification  for  Ethyl  Acetate  (99%  Grade) .  212.78 

ASTM  D3699-78  Standard  Specification  for  Kerosene .  212.81 

ASTM  El 00-72  Standard  Specification  for  ASTM  Hydrometers .  13.24 


ASTM  D 302-58  Standard  Specification  for  Ethyl  Acetate  (85  to  88 
Percent  Grade). 

Association  of  Official  Analytical  Chemists  (AOAC) 

11  North  19th  Street,  Suite  210,  Arlington,  VA  22209 
AOAC  Method  25.020,  Gutzeit  Method.  Official  Methods  of  Analysis,  212.90 
13th  Edition.  1980. 


Federal  Register  /  Vol.  46,  No.  61  /  Tuesday,  March  31,  1981  /  Rules  and  Regulations 


19693 


27  CFR  Chapter  I— BUREAU  OF  ALCOHOL,  TOBACCO  AND  FIREARMS, 
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CFR  Citation 

Alcohol,  Tobacco,  and  Firearms  Administration  J 
Available  From:  Superintendent  of  Documents,  U.S.  Government 
Printing  Office,  Washington,  D.C.  20409 
Gauging  Manual  Embracing  Instructions  and  Tables  for  Determining  13.1 
Quantity  of  Distilled  Spirits  by  Proof  and  Weight,  ATF  Publication 
5110.6  (November  1978). 

United  States  Pharmacopeial  Convention,  Inc. 

12601  Twinbrook  Parkway,  Rockville,  MD  20852 
The  United  States  Pharmacopeia  (USP  XX),  20th  Revision,  1980,  and  170.614;  197.3(a); 
the  National  Formulary  (NFXV),  15th  Edition,  1980;  Compendia.  197.5;  197.96; 

197.109;  212.1a(b) 


46  CFR  CHAPTER  I — U.S.  COAST  GUARD,  DEPARTMENT  OF  TRANSPORTATION 

CFR  Citation 

The  following  materials  were  approved  for  incorporation  by  reference  into  46  CFR  on 
January  25, 1981. 


CFR  Citation 


AMERICAN  SOCIETY  OF  MECHANICAL  ENGINEERS  (ASME) 

United  Engineering  Center,  345  East  47th  St.,  New  York,  N.Y.  10017 

ASME  BOILER  AND  PRESSURE  VESSEL  CODE . 

Nuclear  Power  Plant  Components,  Section  III,  1980.  ASME  BPV  III— 
NCA  and  Summer  1980  addenda. 

Heating  Boilers,  Section  IV,  1980,  ASME  BPV  IV  and  Summer  1980 
Addenda. 


v 

Recommended  Rules  for  Care  of  Power  Boilers,  Section  VII,  1980, 
ASME  BPV  VII. 

Pressure  Vessels,  Section  VIII,  1980,  ASME  BPV  VIII— 1  and  Summer 
1980  Addenda. 

Welding  and  Brazing  Qualifications,  Section  IX,  1980,  ASME  BPV  IX 
and  Summer  1980  Addenda. 


FEDERAL  SPECIFICATIONS 

Naval  Publications  Forms  Center,  Customer  Service  Code  1052,  5801 
Tabor  Avenue,  Philadelphia,  Pa.  19120 

L-P-375C,  Plastic  Film,  Flexible,  Vinyl  Chloride,  1970  with  1979 
Amendment  3. 

L-P-390C,  Plastic,  Molding  and  Extrusion  Material,  Polyethylene  and 
Copolymers  (Low,  Medium,  and  High  Density),  1971  with  1976 
Amendment  1. 

l.-P-393a,  Plastic  Molding  Material,  Polycarbonate,  Injection  and  Ex¬ 
trusion,  1964  with  1970  Amendment  2. 

T-R-605b,  Rope,  Manila  and  Sisal,  1963  with  1973  Amendment  3 . 

V-T-276H,  Thread,  Cotton,  1976 . . 

V-T-285D,  Thread,  Polyester,  1975 . 

W-B-101H,  Battery,  Dry,  1973 . . . 

GG-K-391a,  Kits  (Empty),  First-Aid,  Burn-Treatment,  and  Snake-Bite 
(Unit-Type),  1954  with  1963  Interim  Amendment  4. 

HH-M-351e,  Millboard,  Asbestos,  1976  with  1977  Amendment  2 . . 

TT-E-489G,  Enamel,  Alkyd,  Gloss  (For  Exterior  and  Interior  Surfaces), 
1960. 

TT-P-59E,  Paint,  Ready-Mixed,  International  Orange,  1975  with  1977 
Amendment  1. 

TT-W-572B,  Wood  Preservative:  Water-Repellent,  1969  with  1972 
Amendment  1. 

VV-G-671E,  Grease  Graphite,  1978 . 

WW-C-621E,  Coupling  Assembly,  Hose,  (Fire,  Woven  Jacketed, 
Rubber  or  Cambric  Lined  and  Unlined),  1973  with  1976  Amendment 
1. 


Part  52,  56.95-10; 

58.30-15;  59.10-5. 
Part  53;  59.01-3;  Part 
54;  56.01-6;  56.30- 
10;  66.30-30;  56.60- 
1;  56.95-10;  58.30- 
15;  59.10-5;  64.5; 
64.7;  64.11;  64.21; 
64.25;  64.31;  64.61. 
Same  as  above. 

Same  as  above. 

Part  57;  56.70-5; 
56.70-20;  56.75-20; 
56.85-10;  59.10-5. 


160.002-1;  160.005-1; 
160.047-1;  160.048- 
1. 

161.010-1. 


161.010-1. 

160.017-1;  160.031-1; 
160.009-1. 

160.001-1;  160.010-1. 
160.001-1;  160.009-1. 
161.008-1;  161.010-1. 
160.041-1. 

164.009-3. 

160.001-1;  161.010-1. 

160.035-1. 

160.017-1. 

161.001-1. 

162.027-1. 
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46  CFR  CHAPTER  I — U.S.  COAST  GUARD.  DEPARTMENT  OF  TRANSPORTATION— 

Continued 


ZZ-H-451F,  Hose,  Fire.  Woven  Jacketed  Rubber  or  Latex  or  Rubber  34.10-10;  76.10-10;  » 
Coated  Fabric  Lined,  with  Couplings,  1976  with  1978  Interim  Amend-  95.20-5:  167.45-5: 
ment.  181.15-10;  193.10- 

10. 

CCC-C-426D,  Cloth.  Drill,  Cotton,  1970 .  160.048-1;  160.049-1; 


160.055-1. 

CCC-C-443E,  Cloth.  Duck,  Cotton  (Single  and  Plied  Filling  Yarns,  Flat),  160.009-1. 

1974  w'ith  1977  Amendment  1. 

CCC-C-700G,  Cloth,  Coated.  Vinyl.  Coated  (Artificial  Leather),  1975  160.048-1;  160.049-1; 

with  1977  Amendment  1.  160.055-1. 

GGG-A-920C,  Ax,  (Single  Bit,  Double  Bit.  Pick  Head  and  Mattock  160.013-1. 

Head),  1961. 

FEDERAL  STANDARD 

Naval  Publications  Forms  Center,  Customer  Service  Code  1052,  5801 
Tabor  Avenue,  Philadelphia,  PA  19120 

595a.  Colors,  Volume  1, 1979  with  1979  Change  Notices  (2),  (3).  (4).  (5) ...  160.050-1;  160.009. 

MILITARY  SPECIFICATIONS 

Naval  Publications  Forms  Center,  Customer  Sendee  Code  1052,  5801 
Tabor  Avenue,  Philadelphia,  PA  19120. 

M1L-B-18D.  Batteries,  Dry.  1963  with  1965  Amendment  1, 1967  Amend-  160.001-1;  160.010-1. 
ment  2,  and  1965  Supplement  1. 

M1L-C-83125,  Cartridges  for  Cartridge  Aetuated/Propellant  Actuated  160.040-1. 

Devices,  1969. 

MIL-D-3716A.  Dessicants,  Activated  for  Dynamic  Dehumidification,  160.001-1. 

1959  with  1962  Amendment  2. 

MIL-D-5531E,  Desalter  Kits,  Sea  Water,  Mark  2, 1970 . . .  160.058-1 

MII.-F.-15090B,  Enamel,  Equipment,  Light-Gray  (Formula  No.  11).  1952  160.026-1. 
with  1952  Amendment  2. 

MIL-I-16923G,  Insulating  Compound,  Electrical,  Embedding,  1972  with  161.01-1. 

1976  Amendment  1. 

MIL-1.-17653B,  Life  Preservers,  Vest,  Work  Type.  Unicellular  Plastic,  160.053-1.  % 

1959  with  1965  Amendment  3. 

MI1^L-45505A,  Line-Throwing  Apparatuses,  Rocket  and  Projectile  160.040-1. 

Units.  1971. 

MIL-P-17549C  (Ships),  Plastic  Laminates.  Fibrous  Glass  Reinforced.  160.035-1. 

Marine  Structural,  1960  with  1966  Amendment  2. 

MIL-P-18066B,  Plywood,  Ship  and  Boat  Construction,  1965 .  160.035-1. 

MII.-P-19644C,  Plastic  Molding  Material  (Polystyrene  Foam,  Expanded  160.035-1. 

Bead),  1970. 

MIL-R-2765C,  Rubber  Sheet,  Strip.  Extruded,  and  Molded  Shapes.  161.001-1. 

Synthetic,  Oil  Resistant,  1965. 

MIL-R-7575C,  Resin  Polyster.  Low-Pressure  Laminating.  1966  with  161.035.1 

1977  Amendment  2.  *’  " 

MIL-R-16847e,  Ring  Buoys.  Lifesaving,  Unicellular  Plastic,  1961  with  160.050-1. 

1966  Amendment  2. 

MIl/-V-17501e  (Ships).  Valves,  Globe,  Hydraulically  Operated  Piston  194.10-30. 

and  Diaphragm  Type,  Magazine  and  Hanger  Deck  Sprinkling.  1970. 

M1L-W-16878D  (Navy),  Wire,  Electrical.  Insulated.  High  Temperature.  113.05-10. 

1961  with  1961  Supplement  1A. 

49  CFR  Chapter  1,  Subchapter  C.  Hazardous  Materials  Regulations.  Department  of 
Transportation 

CFR  Citation 

The  following  documents  were  approved  for  incorporation  by  reference  into  49  CFR  Sub- 
chapter  C  on  March  20, 1981. 

AMERICAN  SOCIETY  FOR  TESTING  AND  MATERIALS 

CFR  Citation 

1916  Race  Street  Philadelphia,  PA  19103 
ASTM  A269-69,  Seamless  and  Welded  Austenitic  Stainless  Steel  179.12 
Tubing  for  General  Sendee. 

ASTM  A285-78,  Pressure  Vessel  Plates,  Carbon  Steel,  Low-  and  Inter-  179.100;  179.200; 


mediate-Tensile  Strength.  179.220;  172.300 

ASTM  A 300-68.  Notch  Toughness  Requirements  for  Normalized  Steel  179.102 
Plates  for  Pressure  Vessels. 

ASTM  A302-78,  Pressure  Vessel  Plates,  Alloy  Steel,  Manganese-Mo-  179.100;  179.200; 

lybdenum  and  Manganese-Molybdenum-Nickel.  ,179.220 

ASTM  A333-67,  Seamless  and  Welded  Steel  Pipe  for  Low-Tempera-  178.45 
ture  Service. 

ASTM  D374-57T,  Thickness  of  Solid  Electrical  Insulation . .  178.241 
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ASTM  D882-61T,  Tensile  Properties  qf  Thin  Plastic  Sheeting .  178.241 

ASTM  D1505-63T,  Density  of  Plastics  by  the  Density-Gradient  Tech-  178.19 
nique. 

ASTM  D1709-62T,  Impact  Resistance  of  Polyethylene  Film  By  the  Free  178.241 
Falling  Dart  Method. 

49  CFR  CHAPTER  I,  Subchapter  D,  Pipeline  Safety,  RESEARCH  AND  SPECIAL 
PROGRAMS  ADMINISTRATION,  DEPARTMENT  OF  TRANSPORTATION 

CFR  Citation 

The  following  documents  were  approved  for  incorporation  by  reference  into  49  CFR  Parts 
192  and  195  on  January  28, 1981. 

AMERICAN  NATIONAL  STANDARDS  INSTITUTE,  INC. 

CFR  Citation 

1430  Broadway,  New  York,  New  York  10018 
Note:  Formerly  the  United  States  of  America  Standards  Institute 
(USASI).  All  current  standards  issued  by  USAS1  and  ASA  have 
been  redesignated  as  American  National  Standards  (ANSI)  and 
continued  in  effect. 

ANSI  A21.ll,  Rubber-Gasket  Joints  for  Ductile-Iron  and  Grey  Iron  192.277 
Pressure  Pipe  and  Fittings,  1979. 


ANSI  A21.50,  Thickness  Design  of  Ductile-Iron  Pipe,  1976 .  192.119;  192.557 

ANSI  A21.52,  Ductile-Iron  Pipe,  Centrifugally  Cast  in  Metal  Molds  for  192.119;  192.277; 

Sand  Lined  Molds  for  Gas.  1976.  App.  B  to  Part 

192 

ANSI  B16.1,  Cast  Iron  Pipe  Flanges  and  Flanged  Fittings,  1975 .  192.275 

ANSI  B16.5,  Steel  Pipe  Flanges,  Flanged  Fittings,  1977 . . . .  192.147 

ANSI  B16.9,  Factory  Made  Wrought  Steel  Butt-Welding  Fittings,  1978....  195.118 

ANSI  B16.24,  Bronze  Pipe  Flanges  and  Flanged  Fittings,  1979 .  192.147 

ANSI  B31.4,  Liquid  Petroleum  Transportation  Piping  Systems,  1979 .  195.110 

ANSI  B36.10,  Wrought  Steel  and  Wrought  Iron  Pipe,  1979 _ _ _  192.279 

ANSI  ClOI-67  Thickness  Design  of  Cast  Iron  Pipe  (R 1977)... . .  192.117;  192.557 

AMERICAN  PETROLEUM  INSTITUTE  (API) 

1801  K  Street,  N.W.,  Washington,  D.C.  20006 
300  Corrigan  Tower  Building,  Dallas,  Texas  75201 

API  5A.  Specification  for  Casing,  Tubing,  and  Drill  Pipe,  1979 .  192.177 

API  6A,  Specification  for  Wellhead  Equipment,  1979 . . .  192.145 

API  6D,  Specification  for  Pipeline  Valves,  1977 .  192.145;  195.116 

API  5I„  Specification  for  Line  Pipe,  1980 .  192.113;  App.  B  to 

Part  192;  195.106 

API  5Ll,  Recommended  Practice  for  Railroad  Transportation  of  Line  192.65 
Pipe,  1972. 

API  5LS.  Specification  for  Line  Pipe,  1980 .  192.113;  App.  B  to 

Part  192;  195.106 

API  5LX,  Specification  for  High-Test  Line  Pipe.  1980  .  192.55;  192.113;  App. 


B  to  Part  192; 
195.106 

API  1104.  Standard  for  Welding  Pipe  Lines  and  Related  Facilities,  1980.  192.225;  192.227; 

192.229;  192.241; 
App.  B  to  Part 
192  195.222: 
195.228; 


AMERICAN  SOCIETY  OF  MECHANICAL  ENGINEERS  (ASME) 

United  Engineering  Center,  345  East  47th  Street.  New  York,  New 
York  10017 

ASME.  Boiler  and  Pressure  Vessel  Code.  Section  8  Division  1  Pressure 
Vessels,  1977. 

ASME.  Boiler  and  Pressure  Vessel  Code.  Section  9,  Welding  and 
Brazing  Qualifications.  1977. 

AMERICAN  SOCIETY  FOR  TESTING  AND  MATERIALS 

1916  Race  Street,  Philadelphia,  Pennsylvania  19103 
ASTM  A53,  Standard  Specification  for  Pipe,  Steel,  Black  and  Hot- 
Dipped,  Zinc-Coated,  Welded  and  Seamless,  1979. 

ASTM  A106,  Standard  Specification  for  Seamless  Carbon  Steel  Pipe 
for  High-Temperature  Siervice,  1979. 

ASTM  A134,  Standard  Specification  for  Electric-Fusion  (Arc)- Welded 
Steel  Plate  Pipe.  Sizes  16  in.  and  Over.  1974. 


192.153;  192.165; 
192.227;  192.239; 
195.2145;  195.124 
192.225;  192.227; 
App.  B  to  Part 
192; 


192.113;  App.  B  to 
Part  192;  195.106 
192.113;  App.  B  to 
Part  192:  195.106 
192.113;  App.  B  to 
Part  192:  195.106 
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ASTM  A135,  Standard  Specification  for  Electric-Resistance-Welded 
Steel  Pipe,  1979. 
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